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Abstract   
Abstract 
 
This thesis deals with improving and measuring the efficiency of variable speed 
induction motor drives. Optimized efficiency is achieved by adapting the magnetizing 
level in the motor according to the load percentage. 
The thesis investigates on the efficiency improvement of squirrel cage induction 
motors fed by SVM-VSI, by using the loss model method.  
A new expression for the optimal air gap flux is calculated from a detailed loss 
model. This loss model comprises the copper loss, iron loss, friction, windage, stray, 
and harmonic loss. The calculated optimal air gap flux is a function of these losses 
and also considers the non-linearity of the magnetizing inductance and the effect of 
the temperature on the motor parameters (stator and rotor resistances). 
The proposed loss model improves the efficiency of a speed sensorless indirect 
field oriented control (IFOC) induction motor. 
The (IFOC) of an induction motor is sensitive to motor parameter variation. Rotor 
and stator resistances vary with the motor temperature, and the proposed loss model 
controller depends on the motor parameters. So an on-line estimation of motor pa-
rameters using parameter adaptive observer is used. 
An on-line search control method shows the accuracy of the optimal flux values, 
which are calculated by using the proposed loss model. 
By using the calculated optimal air gap flux for speed sensorless indirect vector 
controlled induction motor, an improvement in motor efficiency and power factor are 
achieved especially at light load. 
    If there is an increase in the load while the motor is operating with the optimal flux 
value, the flux will be right away increased to the rated value, and later, the suitable 
optimal flux value according to the new load torque is calculated. 
Measuring the efficiency of the induction motor according to IEEE-112B standard 
requires highly accurate measuring devices, where the inaccuracy of the power me-
ter and torque meter should not exceed (0.1%), and (1 RPM) for speed sensor. But 
such devices are expensive. 
An accurate system using a FPGA was designed to calculate the motor efficiency 
without requiring a power meter. By adapting the motor voltages and currents sig-
nals, load torque meter signal, and position sensor signal the average electrical and 
mechanical motor powers are calculated in a FPGA. The accuracy of the calculated 
electrical power is verified by using advanced power meter (with accuracy equals 
0.1%), in order to satisfy the recommendation of the standard IEEE-112B. 
Fuzzy Logic Controller improves the motor speed performance when compare to 
PI speed controller.  
The improvement in the efficiency, the power factor and the motor stability under 
fast load variations by using the proposed optimal flux control method is compared 
with the rated flux control method experimentally. 








Diese Arbeit beschäftigt sich mit Effizienzsteigerungen und der Messung von 
drehzahlgeregelten Induktionsmotoren. Optimierte Effizienz wird durch die Anpas-
sung des Magnetisierungsstroms in dem Motor je nach der Belastung erreicht. 
Die Arbeit untersucht die Verbesserung der Effizienz von Käfigläufer-
Asynchronmotoren am U-Umrichter mit der Verlust Model-Methode. 
Eine neue Beziehung für den optimalen Luftspaltfluss wird durch ein detailliertes 
Verlustmodell hergeleitet, bei dem Kupfer Verluste, Eisen-Verluste, Reibung, Ventila-
tionsverluste, und harmonische Streu-Verluste, als Funktion des Luftspaltflusses be-
rechnet werden. Dabei wird die Nichtlinearität der Magnetisierungs-Induktivität und 
die Wirkung der Temperatur auf die Motorparameter (Stator und Rotor Widerstände) 
berücksichtigt. Das vorgeschlagene Verlust-Modell wird verwendet, um die Effizienz 
der sensorlosen indirekten feldorientierten Regelung zu verbessern (IFOC). 
Die IFOC einer Asynchronmaschine ist empfindlich gegenüber Motorparametervaria-
tionen vor allem, Rotor und Stator Widerständen variieren mit der Motortemperatur. 
Da die vorgeschlagene Methode von den Motor-Parametern abhängt, wird eine Onli-
ne-Schätzung der Motor-Parameter mit Hilfe eines Parameter adaptiven Beobachters 
eingesetzt.  
Ein Online-Suche Verfahren zeigt die Genauigkeit des berechneten optimalen 
Fluss-Wertes mit Hilfe des vorgeschlagenen Modells. 
Vor allem im Teillastbereich wird durch die Verwendung des berechneten optima-
len Luftspaltflusses bei den sensorlosen indirekten drehzahlgeregelten Induktionsmo-
toren eine Verbesserung des Wirkungsgrades und Leistungsfaktors erreicht.  
Bei einer Erhöhung des Lastmomentes und damit einhergehendem Geschwindig-
keitsabfall wird zunächst Nennfluss vorgeben und anschließend der zum neuen Be-
triebspunkt passende optimale Fluss-Sollwert berechnet. 
 Die Messung der Effizienz der Asynchronmaschine nach dem Standard IEEE-
112B erfordert hochpräzise Messgeräte, bei denen der Messfehler 0,1% nicht über-
schreitet. Aber solche Geräte sind teuer. 
Ein genaues System mit einem FPGA wurde entwickelt, um den Wirkungsgrad 
des Motors zu bestimmen. Durch die Erfassung der Motor Spannungen und Ströme, 
des Lastmoments und der Position kann in einem FPGA die elektrische Eingangs-
leistung und die mechanisch abgegebene Leistung berechnet werden. Die berechne-
te elektrische Leistung wird unter Verwendung eines käuflichen Leistungsmessers 
(0,1%) geprüft, um die Empfehlungen nach dem Norm IEEE-112B zu erfüllen.   
Fuzzy-Logik-Regler verbessert die Regelgüte der Drehzahl des Motors im Ver-
gleich zum PI-Regler. 
Die Verbesserung der Effizienz, des Leistungsfaktors und der Stabilität bei schnel-
len Lastschwankungen wird experimentell gezeigt. 
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List of symbols 
 
fwC  :Friction and windage constant. 
strC  :Stray loss constant. 
ci  :Capacitor current. 
dsi  :Flux producing current component. 
*
dsi  :Reference flux producing current component. 
invi  :Inverter current. 
inv,aci  :AC component of the inverter current. 
qsi  :Torque producing current component. 
*
qsi  :Reference torque producing current component. 
reci  :Rectifier current. 
rec,aci  :AC component of the rectifier current. 
inv,ac,RMSI  :The ripple current resulting from the inverter side (RMS). 
rI  :Rotor current. 
rec,ac,RMSI  :The ripple current resulting from the rectifier side (RMS). 
sI  :Stator current. 
ek  :Eddy current coefficient given by material and design of the motor.   
hk  :Hysteresis coefficient given by material and design of the motor. 
mL  :Magnetizing inductance.  
rl  :Rotor leakage inductance. 
rL  :Rotor self inductance. 
sl  :Stator leakage inductance. 
sL  :Stator self inductance. 
P  :Pole pairs. 
cu,rP  :Rotor copper loss. 
cu,sP  :Stator copper loss. 
dcP  :DC link power. 
eP  :Eddy current loss. 
fwP  :Friction and windage power loss. 
hP  :Harmonic power loss. 
hP  :Hysteresis loss. 
iro nP  :Iron loss. 
lo s sP  :Motor total loss. 
loss,dP  :Motor total loss in d-axis. 
loss,qP  :Motor total loss in q-axis. 
rP  :Rated power. 
strP  :Stray power loss. 
rR  :Rotor resistance. 
sR  :Stator resistance. 
  
V
vsrR  :Sharing resistance. 
s :Slip. 
T :Electro magnetic torque. 
Tc :The discharge time. 
Ts :Sampling time. 
Udc :DC link voltage. 
αsV , sVβ  :Stator voltage vector. 
kβ  :The angular position of the rotor flux linkage. 
µ :Degree of Membership. 
eθ  :The angular position of the rotor flux linkage. 
φ  :Flux linkage. 
opt.φ  :Optimal air gap flux. 
αrφ , β rφ  :Stationary rotor flux components in αβ axes. 
αsφ , βsφ  :Stationary stator flux components in αβ axes.  
ω , rω  :Motor angular speed. 
e rP ωω = ∗  :Angular rotor frequency. 






























ASC :Analog Signal Conditioning. 
A/D :Analog-to-Digital.  
BJT :Bipolar Junction Transistor. 
CLK :Clock. 
COA :Center Of Area. 
DC :Direct Current. 
EMF :Electro Motive Force. 
FLC :Fuzzy Logic Controller. 
FO :Fault Output. 
FOC :Field Oriented Control. 
FPGA :Field Programmable Gate Array.  
GTO :Gate Turn-off Thyristor. 
Gi :Current gain. 
GT :Torque gain. 
Gv :Voltage gain. 
IFOC :Indirect Field Oriented Control. 
IGBT :Insulated Gate Bipolar Transistor. 
IM :Induction Motor. 
IPM :Intelligent Power Module. 
LMC :Loss Model Controller. 
m :Modulation Index. 
MF :Membership Function. 
MIMO :Multi-Input-Multi-Output. 
NN :Neural Network. 
PCI1 :Computer Interface Board 1. 
PCI2 :Computer Interface Board 2. 
PI :Proportional Integral. 
PWM :Pulse Width Modulation. 
RD :Read. 
RPM :Revolution Per Minute. 
RTAI :Real Time Application Interface. 
S2D :Sensor to Digital. 
SC :Search Controller. 
SCR :Silicon-Controlled Rectifier. 
SISO :Single-Input-Single-Output. 
SVM :Space Vector Modulation. 
VSD :Variable Speed Drive. 
VSI :Voltage Source Inverter. 
VVFF :Variable Voltage Fixed Frequency. 













1.1. Advantages of the Induction motor  
 Induction motor is a simple and wide used electromechanical energy conversion 
mean. It is the commonly used motor in industry, more than 50% of the electrical en-
ergy is consumed by induction motors because of their advantages. 
The squirrel-cage induction motor is cheap. No slip ring and brushes are used as 
in the case of ac synchronous motor or commutator and brushes as in the case of dc 
motor. 
The motor design is simple and it is safely used in harsh environments. It is rug-
ged because of lack of wiring in the rotor, and maintenance free. It has direct line 
start ability, and can withstand heavy overload for long time. 
1.1.1. Induction motor common loads 
The groups of applications that are often used in connection with induction motors 
are classified according to their mechanical characteristics and control requirement. 
 With respect to mechanical characteristics (torque versus speed) loads are di-
vided to three groups: 
1-constant torque characteristic, for load with speed varies in narrow ranges, such 
as conveyors.  
2-progressive torque characteristic, for most loads with a widely varying speed, 
typical for pumps, fans, blowers, compressors, and electric vehicles. 
3-regressive torque characteristic, typical for winders, there with a constant ten-
sion and linear speed of the wound tape, an increase in the coil radius is accompa-
nied with a decreasing speed and an increasing torque. 
The type and the accuracy of the used controller depend on the application of the 
drive. In pumps, blowers, fans, and conveyors the main controlled variable is the load 
speed. For these loads high control accuracy is not necessary compared with the 
winders and electric vehicles, which require high control quality. 
In elevator drives and machines tools the controlled variable is the position; the 
designed controller should have a high dynamic performance.  
1.1.2. Induction motor control methods 
The advent of power electronic converters with forced commutation in 1960s and 
later with turn-off power semiconductors (BJT, GTO, and IGBT) made possible the 
use of the induction motor as a variable speed drive (VSD). 
Researchers at Siemens and Darmstadt University of Technology (Hasse, Jötten) 
developed the theory of field-oriented control in 1968-1969. Since this date, re-
searchers all over the world have implemented many accurate practical control algo-
rithms depending on this theory. 
As shown in Figure 1.1, two approaches to control the induction motor are: - 
 1) Scalar control where magnitudes of the stator voltages and the stator fre-
quency are the controlled components. 
2) Vector control approach uses the space vector model of the induction motor to 
precisely control the torque both in steady state and transient operation.  
1.2. Induction motor efficiency 
Due to their low price and reliability induction motors are widely used in the indus-
try. The electricity bill for a motor for some months may be more than its cost, there-
fore, even small efficiency improvement will produce notable cost saving. 
Using the variable speed drives (VSDs) in speed control save the energy and 
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maintain the motor efficiency at high level compared with the mechanical solution of 
using adjustable nozzle in application such as pumps and fans.  
The speed and the torque of an AC electric motor can be controlled by varying the 
frequency and voltage of the electricity supplied to the motor.  This control replaces 
inefficient energy robbing speed control methods which may use belts and pulleys, 
throttle valves, fan dampers and magnetic clutches.  
 
By using variable speed drives (VSDs) the following benefits are obtained: - 
• VSDs advantages 
Gentle startups and gradual slowdowns reduce motor stress. 
Small size makes them ideal for usage. 
Energy savings are up to 20 percent [30]. 
• VSDs and Versatility 
VSDs save energy in pumping applications such as in municipal water systems, 
chemical   and petrochemical industries, pulp and paper industries and food indus-
tries. They also save energy when applied to air handling and ventilation systems. 
VSDs provide precise and efficient speed control in conveyor systems used in the 
food, paper, automotive and consumer goods industries. They are also used in 
crushers, grinding mills, rotary kilns, presses, rolling mills and textile machinery. 
 
In d u c tio n  m o to r  co n tro l 
           s tra t ig ie s
S ca la r  c o n tro l V e c to r  c o n tro l
O p e n  lo o pW ith  s p e e d  
  s e n so r
S e n so r le s s
S e n so r le s sW ith  s p e e d  
  s e n s o r
D ire c t to rq u e
     c o n tro l
F ie ld  o r ie n te d  
v e c to r  c o n tro l
S ta to r -o r ie n te d
v e c to r  co n tro l
R o to r -o r ie n te d
v e c to r  c o n tro l
A ir  g a p -o r ie n te d
v e c to r  co n tro l
In d ire c tD ire c t In d ire c tD ire c t In d ire c tD ire c t
N a tu ra l f ie ld  
o r ie n ta tio n  
                         Figure 1.1: Classifications of the induction motors control strategies [52]. 
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Improving the efficiency of the induction motor can be done by two ways. 
1. by improving the motor design (efficient motors): - 
The efficiency of the motor can be improved from three to eight percent [30]. 
Heavier copper wire, higher core-steel grade, thinner core laminations, better bear-
ings and reduced windage design add up to better efficiency. Even though initial cost 
is higher, payback can be very short, especially for motors that are in permanent use. 
The action that can be taken to reduce the induction motor losses, given a con-
stant core volume [1] is shown in Table I. 
 
Table I. Reduction of the induction motor losses 
Loss Possible design 
changes 




1. Increase the copper 
fill factor. 
2. Increase stator slot 
size and amount of 
copper wire in slot. 
3. Decrease length of 
coil extensions. 
1. Decrease stator resis-
tance. 
2. Decrease stator resis-
tance. 
 
3. Decrease stator resis-
tance. 
1. Increase cost and 
difficult to build. 
2. Increase cost and 
difficult to build. 
 
3. Possible increase of 











tion steel thickness. 
 
3. Improve core plat-
ing/ annealing proc-
esses. 
1. Decrease hysteresis 
loss.     
    
2. Decrease eddy current 
loss. 
 
3. Decrease eddy current 
loss. 
1. Increase cost and 
reduce availability of 
the materials. 
2. Increase cost and 
reduce availability of 
the materials. 
3. Increase cost and 
use of energy. 
Rotor cop-
per loss 
1. Increase flux den-
sity in the air gap. 
 
2. Increase rotor bar 
size. 
 
3. Increase end-ring 
size. 
4. Increase rotor bar / 
end ring conductivity. 
1. Decrease in slip and 
rotor copper loss. 
 
2. Decrease in rotor cop-
per loss. 
 
3. Decrease in rotor cop-
per loss. 
4. Increase rotor bar / 
end ring conductivity. 
1. Increase in inrush 
current. 
 
2. Maybe higher inrush 
current and decrease 
starting torque. 
3. Same as no.2. 
 




1. Optimize fan de-
sign. 
2. Optimize bearing 
selection. 
1. Reduce operating tem-
perature. 
 2.  Reduce friction loss. 
1. Can cause increase 
in noise levels. 
2. May affect noise 
level or impose speed 








1. Insulate rotor bars. 
 
2. Increase air gap. 
 




1. Reduce bar to lamina-
tion currents. 
2. Reduce high frequency 
surface losses. 
3. Reduce the rotor cop-
per loss. 
 
1. Increase cost. 
 
2. Reduce power factor. 
3. Increase torque rip-
ple and noise levels.  
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2. by introducing control strategies based on optimal air gap flux, which reduce the 
motor losses for the already working motors. There are three main categories as fol-
lows. 
1.2.1. Simple state control  
In 1977 Nola [2] optimized the efficiency of an induction motor by using variable 
voltage fixed frequency (VVFF) converter. He found that by controlling triac fire an-
gle, the fundamental stator voltage and then the efficiency are controlled. 
In [3], an optimal efficiency control for AC motor by thyristor voltage controller was 
implemented. As shown in Figure 1.2, by controlling thyristors fire angles of soft start 
converter, the motor efficiency can be controlled. The efficiency of a lightly loaded in-
duction motor can be substantially improved by controlling the voltage applied to it. In 
addition, controlling the voltage also improves the power factor at which the motor 
operates.  
As the power transistor developed, the topology of using variable voltage variable 
frequency (VVVF) was spread, and the PWM-VSI with line side diode rectifier is used 
in most variable speed drives until today.   
Improving the induction motor efficiency by controlling the power factor was used 
in [4], [5], and [6]. This controller does not require speed information, but the obsta-
cles are in the way to measure the power factor and generating reference values.  
In [4], the constant power factor controller does not result in an optimally controlled 
motor, and algorithms which minimize power factor angle or stator power appear to 
have substantial benefits over the constant power factor controller. 
Calculating and saving the optimal slip frequency in a look-up table versus the mo-
tor speed was proposed by [7], where the motor terminal voltage is controlled accord-
ing to the reference slip. 
 
1.2.2. Loss model based control 
In this category, the optimal motor efficiency relies on the calculation of the total 
motor losses. 
The accuracy of the loss model controller (LMC) depends on the correct modeling 
and parameterization of the motor losses.  Margaris and Kioskardis [8] calculated the 
optimal flux at steady state, as a function of the stator current; see equation (1.1). 
The derivation of equation (1.1) is shown in Appendix A.1. 
2 2
r s




φ                                                                                                1.1 
where  opt.φ : optimal air gap flux 
            sΙ   : stator current 
           rω   :  motor angular speed 
I.M
 
Figure 1.2: Induction motor fed from VVFF converter. 
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But this model does not include the saturation effect and harmonic loss (disadvan-
tages). 
In [9], Garcia proposed maximizing the IM efficiency by the optimum balance be-
tween copper and iron losses. This balance can be obtained by controlling the induc-
tion motor magnetic flux. The task can be carried out by a field-oriented scheme. For 
a given speed and torque, he calculated the flux producing current component (ids) as 
function of torque producing current component (iqs) , as follows: 
  ds min qsi k i=  
where 
( )
( )s qls r qls rmin 2 2s qls r m
R R R R R
k
R R R L
+ += + + ω , qlsR is the stator iron loss resistance in q-axis. 
In this model, there are some simplifications like  
- The stator and rotor leakage inductances (Lls and Llr) were neglected. 
- The resistances that represent the rotor iron losses were considered as a part of the 
rotor resistance.  
- Ignoring effects such as magnetic saturation and temperature. 
- Neglecting the stray loss. 
By Flemming and B. Thoegersen [10, 15] the optimal efficiency point is found by 
equalizing the losses related to the torque producing current component with the 
losses related with the flux producing current component. The used motor model is 
shown in Figure 1.3. This model is the steady state case of the transient rotor-flux ori-
ented motor model. From this model, the total motor loss in steady state is equal the 
sum of the following three components: 
( ) ( )
2
2s m 2s
loss,d s s m sd2
Fe Fe
L RP R L i
R R
⎛ ⎞ω⎜ ⎟= + + ω⎜ ⎟⎝ ⎠
 
( ) 2loss,q r s sqP R R i= +  
s
loss,dq s m sd sq
Fe
RP 2 L i i
R
= − ω  
The developed electro-magnetic torque is 








by representing sdi , and sqi  as function of electro magnetic torque and variable A, 
the total motor loss becomes 
loss loss,d loss,q loss,dqP P P P= + +  
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      = ( ) ( ) ( )
2
2s m s s
s s m s r s m2
m Fe Fe Fe
L R RT 1R L R R A 2 L
PL R R A R
⎡ ⎤⎡ ⎤ω⎢ ⎥+ + ω + + − ω⎢ ⎥⎢ ⎥⎢ ⎥⎣ ⎦⎣ ⎦
 
For constant torque, the minimum loss was found by differentiating the total motor 
loss with respect to A. 
The criterion to cause minimum loss is by equating loss,dP and loss,qP . 
loss,d loss,qP P=  
It was proposed to solve this equation with a PI-controller as shown in Figure 1.4.  
But it was not clear, how the coefficients of the PI controller were calculated. Addi-
tionally it was assumed that the model parameters are constant, which is not true, 























There is always a tradeoff between accuracy and complexity of the developed 
LMC. In [11], a simple LMC was suggested by neglecting the stray, friction, and har-
monic losses. An induction motor model in d-q coordinates is referenced to the rotor 
magnetizing current. This transformation results in no leakage inductance on the ro-
tor side, and it was used in deriving the motor loss model in steady state (see Figure 
1.5). The total loss was given by: 
loss cu,s iron cu,rP P P P= + +  
       2 2 2 2s sd sq fe sq r r rR (i i ) R (i i ) R i′ ′= + + − +  







This method implies that the minimum total power loss in the motor is when the d 
and q axes losses are equal. In addition, the optimum level of the magnetizing cur-
















Figure 1.4: Scheme for energy optimal model based control. 
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Figure 1.3: Steady state rotor flux oriented model of the induction motor.
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Although the LMC is cheap and faster, it is sensitive to the loss model inaccura-
cies, and parameters variation. In [12] G. Joksimovic´, A. Binder calculated the 
additional losses, at no load, in a high-speed squirrel cage induction motor fed 
from sinusoidal and inverter supplies. 
The additional no load losses in case of sinusoidal supply are due to the space 
harmonics and flux pulsations in rotor teeth. In case of using the inverter supply, 
there is increase in the losses due to the voltage harmonics. This harmonics pro-
duce additional high-frequency stator current components, which may cause first-
order skin effect losses in the parallel copper wires of the stator coils and second-
order skin effect in the conductors, (see Figure 1.6). 
 
 
Figure 1.6: Measured iron losses and no-load additional losses at sinusoidal and inverter 














                         (a)                                                (b) 
Figure 1.5: Steady-state IM equivalent circuit in: (a) d-axis, (b) q-axis. 
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The calculation of the motor losses for reference [12] was inserted in Appendix 
A.2. This model is accurate, but it needs information about the mechanical design of 
the motor, which is not usually available for all the motors. 
Figure 1.7 shows in general the block diagram of the loss model based controller for 
scalar and vector controlled induction motor. 
1.2.3. Search control method 
In a search controller (SC), the motor input power is measured, and one physical 
quantity such as air gap flux or stator current or DC current is varied till the minimum 
input power is detected for a given load torque and speed [13-21].  
The motor losses and their variation with reducing the flux for constant load torque 
and constant speed is shown in Figure 1.8. With reducing the flux from rated value, 
the motor copper loss increases, and the core loss decreases. The total loss de-
creases to a minimum value and then increases. 
The principle was first mentioned in [14]. He proposed to start the drive with a 
rated V/f ratio. When a constant torque demand is detected, the V/f ratio is reduced 
until the minimum DC link current is detected [15]. 
In [16] assumed that the machine operates initially at rated flux in steady state with 
low load torque at certain speed, as shown in Figure 1.8. The rotor flux is reduced in 
steps by reducing the flux forming current component ids, this results in an increase of 
the torque forming current component iqs. So, the developed torque remains con-
stant. It is noticed that the core loss decreases with a decrease of the flux and the 
copper loss increases, but the total losses (motor and converter loss) decrease im-
proving the overall efficiency. This is reflected in the decrease of the DC link power 
for the same output power. The search is continued until the system settles at the 
minimum DC link power (i.e., maximum efficiency) point A; any search attempt after 
































Figure 1.7: Loss model a) in scalar control, b) in vector control. 
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In [17], a minimization of stator current by search control instead of minimization of 
input power is derived.  
Figure 1.9 shows the use of the search control for scalar and vector controlled induction 
motor. 
The drawbacks of the search controller are:  
 
Figure 1.8: Loss variation of Induction motor with flux decreasing for constant 
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Figure 1.9: Search control a) in scalar control, b) in vector control. 
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1) slow convergence and torque variations 
2) extra hardware for measuring motor input power 
In [18], fuzzy logic controller was used instead of classic search control algorithm 
to make the algorithm convergence faster, as shown in Figure 1.10. 
In this model, the DC link power dcP (k)  is compared with the previous value to de-
termine the decrement (or increment) dcP (k)Δ . Based on the input signals, the decre-
ment step dci (p.u)Δ  is generated from the fuzzy interface system. 
Instead of fuzzy logic controller, a neural network (NN) was used in the search 
control [22-24]. The NN structure is as shown in Figure 1.11. The model has one in-
put layer, one hidden layer, and one output layer. The input layer includes two neu-
rons to which the rotor speed and electromagnetic torque are connected as inputs to 
network. The output layer has only one neuron for the magnetizing current ids. 
A hybrid method is proposed in [25-27], using a LMC and SC where the first esti-



















































input layer hidden layer output layer  
Figure 1.11: Neural Network structure. 
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1.3. Formulation of the problem  
Induction motors are large consumers of the electric energy, and many of them 
are not working all the time with their rated load torque. A significant improvement in 
the motor efficiency at partial loads can be achieved by using different control strate-
gies. 
In industry, improving the efficiency for already working induction motors using 
search control method is not preferred for economic reason like requirement of the 
additional hardware. 
So, at first the thesis focuses on the efficiency improvement of squirrel cage induc-
tion motors fed by SVM-VSI using the loss model based method. 
A new expression for the optimal air gap flux is calculated from a detailed loss 
model. This loss model comprises the copper loss, iron loss, friction, windage, stray, 
and harmonic loss. The calculated optimal air gap flux is a function of these losses 
and also considers the non-linearity of the magnetizing inductance and the effect of 
the temperature on the motor parameters (stator and rotor resistances). 
Secondary, Measuring the efficiency of the induction motor according to IEEE-112B 
standard requires highly accurate measuring devices, where the inaccuracy of the 
power meter and torque meter should not exceed (0.1%), and (1 RPM) for speed 
sensor. But such devices are expensive. To reduce the measurement cost, an accu-
rate system using a FPGA was designed to calculate the motor efficiency without re-
quiring a power meter. 
1.4. Structure of the thesis   
The thesis is divided into six chapters. 
Chapter two explains in detail the proposed loss model based controller and its 
implementation. The proposed loss model is used to improve the efficiency of a 
speed sensorless IFOC induction motor. The speed estimation, the stator and the ro-
tor resistances estimation, and the motor stability are discussed. Also, it explains the 
proposed economic and accurate method to determine the motor efficiency. 
Chapter three presents the experimental set-up, the design of the accurate effi-
ciency measurement system and comparison with an accurate power meter which 
has an accuracy of 0.1%. An economic inverter board was designed using an intelli-
gent power module (IPM from Mitsubishi). Selection and design of the suitable DC 
link capacitor, current measurement sensor and heat sink are discussed in details. 
Chapter four clarifies experimentally the advantages of the proposed loss model in 
efficiency and power factor improvements. An on-line search control method is used 
to examine the accuracy of the calculated optimal flux values by the proposed loss 
model. 
Chapter five illustrates an improvement of a motor speed response, where the 
speed response can be improved by using a PI Fuzzy Logic speed controller instead 
of a conventional PI speed controller.  
Chapter six concludes the thesis. 
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2. The proposed loss model based controller and effi-
ciency determination method 
This chapter explains the proposed loss model based controller, and an accurate 
and economic measuring method for motor efficiency determination.   
In the proposed model, the motor electrical and mechanical losses are repre-
sented as function of the air gap flux. An on-line estimation for stator and rotor resis-
tances is used to consider the effect of temperature and skin effect on winding resis-
tances. Additionally, the non-linearity of the magnetizing current is included.  
This model uses an off-line calculated look-up table where the optimal flux values 
are stored for different motor load torques and different required speeds.  
The efficiency is determined from the calculated average electrical power and av-
erage mechanical power by FPGA. The electrical power is calculated by measuring 
and adapting two line-to-line voltages and two line currents instead of using power 
meter with accuracy equal 0.1% to fulfill IEEE 112B standard recommendation [29]. 
The average mechanical power is calculated from the measured load torque meter 
and speed sensor signals. 
2.1. Induction motor losses 
The losses are classified as fundamental frequency losses and harmonic losses. 
The fundamental frequency losses consist of stator and rotor copper losses, core 
losses (eddy current and hysteresis), stray losses, and mechanical losses (friction 
and windage). 
The electrical losses are represented as shown in Figure 2.1 by the stator, the ro-
tor, the stray, and core resistances. 
2.1.1. Stator copper loss 
The stator copper loss is calculated as 
2
cu,s s sP =3I R                                                                                                           2.1 
where    cu,sP     : stator copper loss 
         sR      : stator resistance 
               sI      : stator current 
2.1.2. Rotor copper loss 
The rotor copper loss is calculated as 
2
cu,r r rP =3I R                                                                                                              2.2 
where    cu,rP     : rotor copper loss 
Rstr R s







Figure 2.1: Single phase equivalent circuit for an induction motor. 
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        rR      : rotor resistance 
        rI       : rotor current 
Temperature and influence of skin effect of the winding would be necessary for a 
correct copper losses calculation. To circumvent this, the stator and rotor resistances 
are estimated on-line by using adaptive motor parameter observer [28]. 
2.1.3. Core loss 
Energy lost by changing the magnetization of the steel laminations. Losses are 
due to eddy currents and hysteresis. From Steinmetz expressions for core losses, 
the hysteresis and eddy current losses in case of sinusoidal flux distribution are as 
follows. 
2
h h sP =k ωφ                                                                                                             2.3 
2 2
e e sP =k ωφ                                                                                                             2.4 
where   hP  : hysteresis loss 
             eP  : eddy current loss 
             hk  : hysteresis coefficient given by material and design of the motor 
             ek  : eddy current coefficient given by material and design of the motor                  
             φ   : flux linkage 
             sω : angular stator frequency 
So the stator core loss is 
2 2 2
s,co re s,h s s,e sP = k ω + k ωφ φ  
The rotor core loss is the same as stator core loss but with slip frequency instead 
of stator frequency. 
    2 2 2r,core r,h s r,e sP =k (sω )+k (sω )φ φ                              
As the induction motor operates with a small slip, the rotor core loss is neglected 
compared to stator core loss. And the total core loss in the motor is 
    2 2core s,core h s e sP P =(k ω +k ω )≈ φ                                                                              2.5 
The equivalent per phase core loss resistance as shown in figure 2.1 is calculated as 







   where E: induced back EMF  
2.1.4. Friction and windage losses 
Energy lost in bearing friction and windage. Separation of friction and windage 
losses from core loss is made by reading voltage, current, and power input at rated 
voltage and rated frequency down to the point where further voltage reduction in-
creases the current. 
It is represented as a function of the motor speed [8] as follows 
2
fw fwP C= ω                                                                                                         2.6 
where Cfw  is constant. 
2.1.5. Stray loss 
The stray loss is that portion of the total losses not accounted for by the sum of 
stator copper loss, rotor copper loss, core loss, and friction and windage losses.  
One approximate representation of the stray loss assumes that the stray loss is 
proportional to the square of the rotor current and hence can be represented as addi-
tional resistance. It is represented by resistance (Rstr) in the stator branch, and is cal-
 2. The proposed loss model based controller and efficiency determination method 
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culated as follows [8, 31]. 
2 2
rstr strP C I= ω                                                                                                      2.7 
where Cstr is constant. 
According to IEEE 112B standard test procedure for induction motor, the stray loss 
is determined by measuring the total losses, and subtracting from these losses the 
sum of the friction and windage, core loss, stator loss, and rotor loss (indirect meas-
urement). 
2.1.6. Harmonic losses 
The harmonic losses are determined here experimentally for the tested 2.2 kW in-
duction motor controlled by space-vector modulation. The total harmonic motor loss 
has been measured for different load torques and different speeds by using LMG 450 
power meter as harmonic analyzer taken as the difference between the total motor 
input power and the fundamental component. 
As shown in Figure 2.2, the harmonic losses are about one percent (1%) of the 
motor rated power and five percent (5%) of the motor rated power loss, where the ef-
ficiency at rated load is 84%.  
So the harmonic losses are assumed equal 1% of the motor rated power ( rP ). 
h rP 0.01P≈                                         2.8 
                                                                                          
2.2. Temperature and skin effect 
Due to increasing the motor temperature both the stator and rotor resistances in-
crease. The stator temperature can be measured, but it is difficult to measure the ro-
tor temperature. The precise calculation of the temperature requires knowing of the 
thermal model of the motor. 
The skin effect in stator winding can be ignored, but it is prevailing in rotor bars of 
the squirrel cage. 
In an inverter fed machine, the skin effect due to the fundamental frequency can 
be ignored, but for the harmonic frequencies the rotor almost appears stationary, and 
therefore, practically all the stator harmonic currents flow in the rotor creating domi-
nant skin effect [32]. 
An on-line estimation of the stator and rotor resistances is easier than measuring 
the temperature, and knowing the motor mechanical design data sheets. 
The estimation of stator and rotor resistances using the adaptive motor parameter 
observer will be explained in detail in section (2.5.3).  









































   
   

























   
   
   



















Figure 2.2: Harmonic losses for 2.2 kW Induction motor. 
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2.3. Non-linearity of the magnetizing current 
The proposed model includes the non-linearity of the magnetizing current and the 
saturation effect. The magnetizing current is represented as function of air gap flux.  
3 5
m 1 2 3I S S S= φ + φ + φ                                                                                      2.9 
where 1 2 3S , S , and S are constants. 
These constants are calculated from the measured magnetizing current curve as 
shown in Figure 2.3. 
 The motor parameters and constants are added in Appendix A.3. 
2.4. The proposed loss model 
The motor losses are function in many variables such as stator current, rotor cur-
rent, air gap flux, slip, speed, magnetizing current.  
Here, the total motor losses as function of air gap flux are represented by doing 
the required mathematical computations and suitable assumptions.  
2.4.1. Induction motor variables 
From the motor equivalent circuit Figure 2.1, the following expressions are de-
duced. 
The induced back EMF and the magnetizing current expressions are 
sE = ω φ  
m s mI / X= ω φ                                                                                                         2.10 
As the magnetizing reactance (Xm) is highly nonlinear, the magnetizing current is 
expressed as in Equation (2.9) 
3 5
m 1 2 3I S S S= φ + φ + φ                    2.11 
From equations (2.10) and (2.11) the magnetizing reactance is    
2 4
m s 1 2 3X /(S S S )= ω + φ + φ                                                                                    2.12 
In addition, the rotor current is 
 ( ) ( )2 22 2r rr r s rR RI E X Xs s⎛ ⎞ ⎛ ⎞= + = ω φ +⎜ ⎟ ⎜ ⎟⎝ ⎠ ⎝ ⎠  
The induction motor operates with a small slip, so ( ) ( )2 2r rR /s X  holds and the ro-
tor current is approximated as  




















Figure 2.3: Magnetizing current curve. 
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r s rI s R≈ ω φ                                                                                                     2.13 




R R1 s 1 sT I PI
s s
− −⎛ ⎞ ⎛ ⎞= =⎜ ⎟ ⎜ ⎟ω ω⎝ ⎠ ⎝ ⎠                                                                           2.14 
where eω : the electrical angular motor speed, and equal ( Pω ) 
     P  : pole pairs 
But the slip equation is 
s e ss= (ω -ω ) ω                                                                                                 2.15 





ω= φ                                                                                                       2.16 
The stator current is expressed as 
2 2 2
s r mI I +I≈                                                                                                            2.17 
Combining equation (2.13) and equation (2.10) into equation (2.17), the stator cur-
rent relation as function in air gap flux becomes 
2 2





⎛ ⎞ ⎛ ⎞≈ φ + φ⎜ ⎟ ⎜ ⎟⎝ ⎠ ⎝ ⎠
                                                                                        2.18  
2.4.2. Optimal air gap flux calculation 
The total power loss in the motor is  
loss cu,s cu,r str core fw hP =P +P +P +P +P +P            
     2 2 2 2 2 2 2s s r r str r e s h s fw h=I R +I R +C ω I +(k ω +k ω ) +C ω +Pφ                                2.19 
Combining equations (2.13), (2.18) into (2.19), the total power loss is 
( )2 2 2 22 2 2 2 2s s s sloss S r str e s h s fw h
r m r r
sω ω sω sωP = R + +R + C ω + K ω +K ω +C ω +P
R X R R
⎛ ⎞⎛ ⎞ ⎛ ⎞⎛ ⎞ ⎛ ⎞ ⎛ ⎞ ⎛ ⎞⎜ ⎟⎜ ⎟ ⎜ ⎟φ φ⎜ ⎟ ⎜ ⎟ ⎜ ⎟ ⎜ ⎟⎜ ⎟ ⎜ ⎟⎜ ⎟⎝ ⎠ ⎝ ⎠ ⎝ ⎠ ⎝ ⎠⎝ ⎠ ⎝ ⎠⎝ ⎠
    2.20 





φ                                                                                                      2.21                      
Therefore, the total power loss as function of torque is 
( )22 2 2s str srloss r s s e s h s fw h2 2
r r r s m
R C ω ωTR1 1 1P = TR sω + + + R + K ω +K ω +C ω +P
P R R R P sω X
⎛ ⎞⎛ ⎞ ⎛ ⎞⎜ ⎟⎜ ⎟ ⎜ ⎟⎜ ⎟⎝ ⎠ ⎝ ⎠⎝ ⎠
    2.22 
Inserting the value of the magnetizing reactance -Equation (2.12) - into the previ-
ous equation gives 
( )
222
S str r r r
loss r s S 1 2 32 2
r r r s s s
2 2r
e s h s fw h
s
R C ω TR TR TR1 1 1P = TR sω + + + R S +S +S +
P R R R P sω sω P sω P
TR1        + K ω +K ω +C ω +P
P sω





(Inverse of slip speed)                                                               2.24 
By using this assumption - Equation (2.24) - in equation (2.23), the total power 
loss as function of (X) is 





S strr r r




e e h e fw h
TR XR C ωTR TR X TR X1P = + + + R S +S +S +
PX R R R P P P
TR X 1 1        + K +ω +K +ω +C ω +P
P X X
⎛ ⎞⎛ ⎞⎛ ⎞ ⎛ ⎞⎜ ⎟⎜ ⎟⎜ ⎟ ⎜ ⎟⎜ ⎟⎜ ⎟⎝ ⎠⎝ ⎠ ⎝ ⎠⎝ ⎠
⎛ ⎞⎛ ⎞ ⎛ ⎞⎜ ⎟⎜ ⎟ ⎜ ⎟⎜ ⎟⎝ ⎠ ⎝ ⎠⎝ ⎠
          2.25 
For simplicity assume these abbreviations:  
2
S strr
1 2 2 2
r r r
R C ωTR 1C = , C = + +
P R R R
⎛ ⎞⎜ ⎟⎝ ⎠
 
Using them in equation (2.25) gives 
( )( )S 222 21 2loss 1 1 2 1 3 1 1 e e h e fw hC C 1 1P = +C X R S +S C X+S C X +C X K +ω +K +ω +C ω +PX X X⎛ ⎞⎛ ⎞ ⎛ ⎞⎛ ⎞ ⎜ ⎟⎜ ⎟ ⎜ ⎟ ⎜ ⎟⎜ ⎟⎝ ⎠ ⎝ ⎠ ⎝ ⎠⎝ ⎠     2.26 
The loss minimization with respected to the flux at steady state is calculated ac-
cording the following condition 
lo ss
T ,ω
d P = 0
d φ                                                                                                     2.27 





φ                                                                                                          2.28 
If we have a speed controller and the flux changes by 0Δφ ≠  and a constant load 
is applied, then the speed controller will produce the same torque ( T 0Δ = ) in steady 
state. 
T 0= =0ΔΔφ Δφ  




T P 1 1 dX= (2 - )=0
R X X d
Δ φ φΔφ φ  
2
2
1 1 dX2 =
X X d
∴ φ φ φ  
     d = dX
2X
φ∴ φ                                                                                                      2.29 
Inserting equation (2.29) into (2.27) gives 
loss lossdP dP 2X= =0
d dXφ φ  
 So the new criterion for getting minimum power loss is given as follows 
lossdP =0
dX                                                                                                                2.30 
The derivation of equation (2.26) with respected to (X) gives a sixth order polyno-
mial function in (X) as follows (the derivation is shown thoroughly in appendix A.4) 
2 6
0 1 2 6α + X+α X +........+α X =0α                                                                            2.31 
The coefficients of this equation are functions of the motor parameters, motor 
speed, and the electromagnetic torque (which will be estimated). By solving equation 
(2.31) the optimal value (Xoptimal) is calculated.  





φ =                                                                                                        2.32 
 2. The proposed loss model based controller and efficiency determination method 
 
18
Figure 2.4 shows the calculated optimal air gap flux for different load torques and 
different speeds to improve the efficiency of the tested 2.2 kW squirrel cage induction 
motor. 
2.5. Implementation of the proposed loss model 
The implementation comes through two steps.  
1) By solving equation (2.31) for different values of torque and speed and storing 
the values of optimal flux versus torque and speed in a look up table (Off-line). Mat-
lab was used for the calculations. 
2) While running the motor, the torque is estimated by an observer and from the 
look up table the optimal flux is read (on-line). A PC was used for the on-line control. 
Figure 2.5 shows the block diagram of the optimal air gap flux calculation from the 
estimated torque. 
The proposed loss model can be used in drives with scalar control as well as in 
drives with vector control. 
In vector control the rotor speed is measured using a speed sensor or calculated 
based on the electrical motor quantities (speed-sensorless). The interest in speed 
sensorless control emerged from practical application where high control quality is 
required but the speed sensor is either difficult to use due to technical reasons, or too 
expensive. So, using the proposed loss model to improve the efficiency of speed 
sensorless indirect field oriented controlled induction motor is suggested in this the-
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Figure 2.5: Block diagram of the optimal air gap flux calculation. 
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The block diagram consists of four blocks. FOC, speed estimation, parameters es-
timation observer, and proposed loss model block diagrams. The following sections 
explain each block separately.  
2.5.1. FOC block diagram 
In general, the field-oriented control can control the rotor flux linkage and the 
torque independently. 
Values of the flux producing current component *dsi  and the torque producing cur-
rent component *q si  are given. Each of these two components is controlled by a PI 
controller. The controller output is the voltage vector in dq-reference frame, which 
transformed into αβ -reference frame by a vector rotator. Then, the switching times 
are calculated and the inverter impresses the voltage vector on the motor. Another 
vector rotator transforms the measured currents into the dq- reference frame. The re-
sulting components are sent to the current controllers. 
The angular position of the rotor flux linkage kβ , which is required by the vector ro-
tators, is calculated by indirect means (IFOC) [33], from the measured currents and 
the estimated rotor speed. 
The field-oriented control is primarily a current control. It is used together with a 
higher-level speed control. The speed controller calculates the torque producing cur-
rent component as a function of the speed, which evaluated by the current controller. 

























































































































Figure 2.6: The optimal flux loss model based on speed sensorless vector control induction motor 
block diagram. 
 2. The proposed loss model based controller and efficiency determination method 
 
20
loop is speed controller controls the speed, its output is the reference torque. The in-
ner controller is the current control loop, which controls the current to its reference 
values that is calculated from the reference torque value.  
2.5.1.1. PI current controller 
 
The current control loop of d-axis is working as follows. In the transient, such as at 
the beginning of the operation (motor starting) and in case of load changing, the ref-
erence flux-forming current component *d si is established to the rated value dsri  
(=2.9A). In steady-state, the reference current *d si is reduced to the optimal value 
ds(opt.)i that is generated from the loss model controller. The loss model controller be-
comes effective only at steady-state condition. That is, when the speed error ap-
proaches zero. 
The simplified current control loop of q-axis is as shown in Figure 2.7, where the 
coupling inductances between the d-q axes are neglected. The control’s time delay 
(included inverter reaction time) is represented by a first order lag element with a 
time constant TD = 1.5Ts where Ts is the sampling time [34]. The converter gain kc is 
the relation between the numerical evaluation in the computer (digital controller) and 
the real output voltage. In this case the resolution scale used was 4000 (12 bits) for 




4000 ,  
 for Udc=600 V, so kc=0.1. 
The electrical gain eleck and the electrical time constant elecT  of the motor are respec-
tively 
elec sk 1/ R=  
elec s sT l / R=  
The PI controller setting according to the amplitude optimum criteria and its trans-
fer function is represented as follows [34]  
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Figure 2.7: Simplified PI current controller. 
2.5 Implementation of the proposed loss model 
 
21
2.5.2. Speed estimation 
Field oriented control method is widely used for the induction motor drives. For 
high precision and high dynamic, a speed sensor is necessary for speed signal feed 
back. However, a speed encoder cannot be mounted in some cases. Such as motor 
drives in a hostile environment, high speed motor drives. Also, a speed encoder is 
undesirable in a drive because it adds cost, reliability problems, and the need for a 
shaft extension and mounting arrangement. 
These entire problems are solved by using the sensorless vector control methods. 
Sensorless vector control of the induction motor is presented in [35-40]. 
The speed is estimated by measuring the motor terminal voltages and currents. 
The speed can be estimated by one of the following methods: 
- slip calculation. 
- direct synthesis from state equation (motor back EMF equations). 
- model referencing adaptive system. 
- speed adaptive flux observer. 
- extend kalman filter. 
- slot harmonics. 
- injection of auxiliary signal on salient rotor. 
The aim is to improve the efficiency of the sensorless controlled induction motor 
by the suggested loss model, and not to investigate a new method or develop one 
of the known speed estimation methods. So, here the speed is estimated from mo-
tor back EMF equations [56], which is easy to implement but its disadvantage that 
it does not work at standstill. 
From the equivalent circuit of the induction motor in the stationary reference frame   
( ,α β ) [16], as shown in Figure 2.8, rotor voltage equations are as follows 
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Figure   2.8: α −β  Equivalent circuits in stationary reference frame.  
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+ ρ φ + ω φ =
+ ρ φ − ω φ =                                                                                      2.33 
where ρ=d/d t  
The rotor currents are 
α r α r m α s
r
β r β r m β s
r
1i = ( -L i )
L




                                                                                   2.34 
Resolving equation (2.33) and using (2.34), the estimated speeds are 
r r m
r r r s r r
r r
R R L( i ) / A /
L Lβ β β α α
ω = ρφ + φ − φ = φ                                                   2.35 
r r m
r r r s r r
r r
R R L( i ) / B /
L Lα α α β β
ω = −ρφ − φ + φ = φ                                                   2.36 
While the rotor flux components are calculated from the stator flux and stator cur-
rent components as follows 
    
r
r s s s
m
r
r s s s
m
L ( L i )
L




φ = φ − σ
φ = φ − σ
 
and 2s r m r s(L L L ) / L Lσ = −   (Blondel’s leakage factor) 
The stator flux components are estimated by integrating the stator back- EMF us-
ing a low pass filter. 
s s s s
s s s s
1 (V R i )
s a







Where (a) is the cut-off frequency (a=3 Hz), (s) is Laplace Operator. 
The numerator of equation (2.35) depends on the current component siβ , and the 
numerator of equation (2.36) depends on the current component siα , but the accu-
rate calculation of each component differs from the other due to a difference of the 
accuracy in measuring the three motor currents. So, it is better and more accurate to 
include the two current components siα and siβ  in one equation as follows 
Equation (2.35) can be rewritten as 




r r r r
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φ φ                                                                                   2.37 
From equations (2.35), and (2.36) 
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The block diagram of speed estimation is as shown in Figure 2.9. 
 
The indirect field oriented control of an induction motor is sensitive to motor pa-
rameters variation. Especially, rotor and stator resistances vary with the motor tem-
perature. 
Additionally, the proposed loss model controller depends on the motor parameters. 
Therefore, an on-line estimation of the motor parameters is necessary for the IFOC 
and for the proposed loss model. The following section explains the estimation of the 
stator and rotor resistances by using the parameter adaptive observer [28]. 
2.5.3. Parameters estimation 
A standard smooth air gap model for the induction motor can be described by a 
state equation in stator reference frame as following. 
d x Ax Bu
dt
= +                                                                                                      2.39 
y Cx=             2.40 
where 
T
αs βsu= v v⎡ ⎤⎣ ⎦  : stator voltage vector                                                                
T




















































Figure 2.9: Speed estimation block diagram. 
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Figure 2.10 shows Luenberger observer which estimates the stator current and the 
rotor flux in stator reference frame by the following equations. 
L L L
dx Ax Bu G(y y) A x B u
dt
= + + − = +
                                                                     2.41 
y Cx=                                                                                                                2.42 
where 
LA A GC= +

        , [ ]LB B G= −      , [ ]Lu u y=  
T
s s r rx i iα β α β⎡ ⎤= φ φ⎣ ⎦
      : the estimated states of the motor 
T
s su v vα β⎡ ⎤= ⎣ ⎦
T
s sy i iα β⎡ ⎤= ⎣ ⎦
T
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T
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     Figure 2.10: Block diagram of parameter adaptive observer. 




s sy i iα β⎡ ⎤= ⎣ ⎦
    : the estimated output of the observer 
T
1 2 3 4
2 1 4 3
g g g g
G
g g g g
⎡ ⎤= ⎢ ⎥− −⎣ ⎦
 : the observer gain matrix 
Coefficients of the observer gain matrix G are chosen so that the Luenberger ob-
server can be stable. 
The most frequently used method is based on the fact that the observer eigenval-
ues are chosen in such a way that they are proportional to the motor eigenvalues 
[41]. The induction motor itself is stable, so the observer is also stable in usual opera-
tion. Coefficients of G matrix are 
1 r11 r22g (k 1)(a a )= − +  
  2 i22g (k 1)a= −  
  
2
3 r11 r21 r11 r22g (k 1)(ca a ) c(k 1)(a a )= − + − − +  
  4 i22 s r mg c(k 1)a , c ( L L ) / L= − − = σ  
Figure 2.11 shows the eigenvalues for different values for (k) by solving the follow-
ing equation. 
LA I 0− λ =    , ( λ ) is eigenvalues  
For k = 0, 0.2, 0.6,1, and 1.1 all roots are negative and the observer is stable, but 
for k=1.2 and 1.5 the roots are positive and negative (observer is not stable). 
In Figure 2.10 the induction motor (equation 2.39 and 2.40) represents the refer-
ence model, while Luenberger observer (equation 2.41 and 2.42) is considered as 
adjustable model where it includes unknown parameters. From the error between the 
reference model and adjustable model, the stator resistance and the rotor time con-
stant are calculated from the following adaptive scheme.  
The difference between the estimated output and the real (measured) one is 
y=y-y , x=x-x  
,
dx dx dx= - (A+GC)x+Ax
dt dt dt
=
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                                                                                     2.44 


























Figure 2.11: Eigenvalues for different values for k. 




{ }11 s s rA =- R /(σL )+(1-σ)/(στ ) I    
  12 m s r rA =L /(σL L )1/(τ )I   
  21 m rA =(L /τ )I   
     22 rA =(-1/τ )I   
The following Lyapunov function is defined as a candidate for simultaneous stator 




1 s 2 r
R LV=x x+ +
λ σL λ στ
    
1λ and 2λ  are positive constants. 
By deriving the Lyapunov function and using (2.43) and (2.44), it gives 
( ) ( ) ( )
( ) ( ) ( )
T s s sT
αs αs βs βs
1 s s
m m
αs αr βs βr αs αs βs βs
2 r r s r r r
dV 2R dR 2R=x A+GC + A+GC x+ - i i +i i
dt λ σL dt σL
2 1-σ2L d 1 2L+ + i +i - i i +i i
λ στ dt τ σL L τ στ
⎡ ⎤⎣ ⎦
φ φ
      
     
   
 
For stability criteria of Lyapunov, dV
dt
must be negative. The first 
( ) ( )TTx A+GC + A+GC x⎡ ⎤⎣ ⎦  is always negative because of the imposed eigenvalues of 
the observer. So the other terms can be set to zero or value less than zero. Here the 
other terms are divided to two terms each of them equal zero as follows 
( )s s s αs αs βs βs
1 s s
2R dR 2R- i i +i i 0
λ σL dt σL
=                                                                           2.45 
( ) ( ) ( )m m αs αr βs βr αs αs βs βs
2 r r s r r r
2 1-σ2L d 1 2L+ i +i - i i +i i 0
λ στ dt τ σL L τ στ
φ φ =                              2.46 
Equations (2.45) and (2.46) can be rewritten to express the changing in the stator 
current and the rotor time constant like 
( )s 1 αs αs βs βsdR =λ i i +i idt
     
( ) ( ) ( )
( ) ( )
( ) ( )( )
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λ 1-σd 1 λ=- i +i i i +i i
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λ- i L i i -L i
L L
φ φ +
= φ φ +
= φ − + φ
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Figure 2.12 shows the simulated and experiment results of the parameters estima-
tion. The Initial value of the estimated stator resistance is 1.3 time as much as actual 
value, and the initial value of the estimated rotor resistance is 1.4 time as much as 
actual value. The constants 1λ , 2λ , and k are 0.05, 0.2 , and 1 respectively. As for 































2.5.4. Motor stability 
If there is a load increase while the motor is operated with the optimal flux value, 
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Figure 2.13: Measured flux producing current component, motor input power, speed, 
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Figure 2.12: Estimated stator and rotor resistances. 
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the reference flux producing current component *dsi  will be increased to the rated 
value dsri , and after this, the suitable optimal flux value according to the new load 
torque is calculated. 
  In Figure 2.13 the reference flux producing current component *d si  is reduced from 
the rated value dsri  to the optimal one ds(opt )i  while the motor running at no load, the 
absorbed motor input power is reduced by 40%. 
Then the motor is loaded with 50% of the rated load, so the current is increased to 
the rated value to face the sudden increase in the load torque, after that it is reduced 
to the new optimal value, and the improvement in the efficiency is 4.5%. 
Another test was done by increasing the load torque from no load to 65% of the 
rated torque while the motor operates with the optimal flux. As shown in Figure 2.14, 
the reference value of the *d si  directly is increased to the rated value to face the sud-
den increase in the load torque, after that it is reduced to the new optimal value, and 
the improvement in the efficiency is 2.3%. 
In case of increasing the load torque to 65% of the rated value, the reduction in 
speed is more compared with increasing the load torque to 50% of the rated torque, 
because the load torque is higher.  
During the step load changing, the speed reduces from the reference value but in 
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Figure 2.14: Measured flux producing current component, motor input power, speed, 
and load torque with rated and optimal flux at load changing from no load to 65%. 
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2.6. Determination of the efficiency 
According to IEEE 112B standard test procedure for polyphase induction motors 
and generators [29], efficiency is the ratio of output power to total input power. Output 
power is equal to input power minus the losses. Therefore, if two of the three vari-
ables (input power, output power, or losses) are known, the efficiency can be deter-
mined by one the following equations. 
   output powerEfficiency=
input power
 




output power + losses
 
In [29] ten methods of efficiency and losses determination are identified, from 
which method B, Input-output with segregation of losses and indirect measurement of 
stray load losses is chosen here for the measurement. This method should be se-
lected when the value for each of the components of the losses in the motor is of in-
terest (i.e. in the proposed loss model) or when the precision is required. 
As the proposed loss model depends on the calculation various loss components, 
method B is the suitable one for efficiency and loss determination. In method B the 
motor input power, the mechanical load torque, and the motor speed should be 
measured with accurate measuring devices. The accuracy of the used power meter 
and torque meter should be better than 0.1% and 1 RPM for speed sensor. Using 
method B in measuring efficiency of motors, the electrical input power at the 3-phase, 
3-wire ac terminals together with the mechanical output power has to be measured. 
The measurement of the mechanical output power has to be done by measuring the 
shaft torque by a precision torque transducer between the tested motor and the load 
machine and simultaneous measurement of speed. The measurement equipment is 
expensive. 
In this thesis, a cheap and accurate system is designed to determine the motor ef-
ficiency without requirement of power meter by calculating the average electrical in-
put power by measuring two line-to-line voltages and two line currents as follows. 
2.6.1. The proposed measuring method 
Firstly, the real electrical power is defined as the time-average of the instantane-
ous power. 
According to Figure 2.15, the instantane-
ous power is 
p(t)=u1M(t)*i1(t)+ u2M(t)*i2(t)+ u3M(t)*i3(t). 
Substituting  i2(t)= -i3(t)-i1(t)  gives, 
p(t)=(u1M(t)-u2M(t))*i1(t)+ (u3M(t)-u2M(t))*i3(t) 
p(t)=u12(t)*i1(t)+ u32(t)*i3(t) 
Two currents and two phase-to-phase 
voltages have to be measured; this is the 
well-known “2-Watt Meter” approach by 
Mr.Aron. 
The designed system consists of two 
boards (will be explained in detail in chapter 
3); the first one adapts the input analog sig-
nals (motor voltages and currents signals, 
load torque meter signal, and position en-












Figure 2.15:   3-Phase, 3-wire. 
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Conditioning board (ASC). The 
ASC board translates 4 higher 
voltage and 4 current signals to 
low voltage signals (600VÆ0.5V 
and 15AÆ0.5V) suitable for A/D 
converters. Additionally, a torque 
meter signal (50NmÆ0.5V) is 
used. The bandwidth of the signal 
conditioning is 100 kHz, (See Fig-
ure 2.16). 
The second board includes the 
A/D converters and the FPGA. In 
this board the adapted analog signals is 
converted to digital, so it is called Sensor 
to Digital board. Figure 2.17 shows the 
Sensor to Digital PCB. There are up to 5 
sets of Analog inputs, each set consists of 
two Analog signals (ca. 1Vpp). The sig-
nals of one set are simultaneously con-
verted by two 12-bit A/D-Converters (con-
version time ca. 1µs). There are two sets 
of two A/D-converters (set A and set B). 
Both can work simultaneously. Set A is 
connected via multiplexes to the odd input 
connectors with the signals In1.1, In1.2, 
In3.1, In3.2, In5.1, and In5.2. Set B is 
connected via multiplexes to the even input connectors with the signals In2.1, In2.2, 
In4.1, and In4.2. 
2.6.2. The proposed sampling for efficiency determination  
To determine the efficiency, 
two inputs for the two voltage 
signals, two inputs for the cur-
rent signals, one for the load 
torque meter signal, and two 
for the position encoder sig-
nals (Sin and Cos signals) are 
used. 
Figure 2.18 shows the pro-
posed sampling for efficiency 
determination of an AC-
machine. In the first sampling 
interval all the torque-signal 
and the Sin and Cos-signal 
from the encoder are sampled 
and converted. In the next 
sampling interval signals de-
fining the input power are sampled and converted simultaneously. 
2.6.3. Electrical and mechanical powers calculation 
Figure 2.19 illustrates the calculation of the 3-phase electrical power, e.g. at the 
terminals of an AC-machine. First, there is a correction of offset and gain for each 
channel. The correcting values were determined by a calibration procedure prior to 
  
Figure 2.17: Sensor to Digital board. 
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Figure 2.18: Sampling for efficiency determination. 
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the measurement. The power values 
are accumulated and finally divided by 
the number of processed samples.  
The calculation of the mechanical 
power is as shown in Figure 2.20. The 
primary sampling intervals ∆ts=4µs are 
much too short to calculate the speed. 
The speed-error would be very high. 
We assume nearly constant values of 
speed and torque for time intervals 
∆tc=100µs. This is justified by the fact, 
that frequency of torque ripple corre-
sponds to the switching frequency or 
the inverter, which is 1/200µs=5 kHz. 
The position calculation is (in Figure 
2.20) detecting and counting the zero-
crossings of Sin and Cos signals using 
each primary sample. 
Finally, the change of position within the last 100µs (=25 samples) is calculated 
using fine interpolation with arctan. The torque is accumulated for the same 
∆tc=100µs interval. After dividing the change of position by the average torque in the 
last ∆tc=100µs interval, we get the average speed and the average torque in the last 
∆tc=100µs interval. From this the average mechanical power is calculated as shown 
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Figure 2.19: Calculation of the average 
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Figure 2.20: Calculation of average mechanical output power in the FPGA. 
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3. Experimental set-up 
The designed set-up to control the induction motor as variable speed dive (VSD) 
and the efficiency determination contains two main parts. First part describes the so 
called inverter board which includes the inverter module, DC link capacitors, diode 
bridge rectifier, current sensors, optocouplers and heat sink, while the inverter inter-
face board is already designed in previous work [42]. 
The second part describes the designed efficiency determination system, which 
consists of the Analog signal conditioning (ASC) board and sensor to digital (S2D) 
board. The hardware of the S2D board was also designed in a previous work [57] 
The scheme of the experimental set-up is as shown in Figure 3.3.  
3.1. The motor 
Table II shows the parameters of the tested 2.2kW induction motor. Parameters are 
calculated from the motor’s manual , the no load and blocked rotor testes.  
 
                   Table II. Ratings of the tested 2.2kw Induction Motor 
Rated voltage 360V Stator inductance 17mH 
Rated current 6A Rotor inductance 17mH 
Stator resis-
tance 
1.6Ω Rated speed 1420 rpm 
Rotor resis-
tance 
2.1Ω Moment of inertia 0.00479 
kgm2 




motor (2.2 kW) 
3.1.1. Coupling and load 
The tested motor is loaded by 3.1KW DC machine as generator. The armature 
winding of the DC generator is connected in parallel with a variable resistor as a vari-
able load. 
The two motors are coupled by RADEX-NC 
steel disc coupling, and in between a torque 
measuring shaft DATAFLEX 22/50 is inserted 
as shown in Figure 3.1 [43]. The maximum 
measured torque using the torque meter is 
50Nm. The analog output value of the torque is 
available as voltage signal with ratio 1V/10Nm 
and current signal with ratio 1.6mA/10Nm. The 
voltage signal was used for the measurement. 
The required supply volt-
age for the device is 24V 
DC with a maximum cur-
rent consumption of 
100mA. 
The advantage of the 
device is that all the elec-
tronics are located in the 
fixed housing so that no 
additional equipment is 
needed to send the signal, 
and its accuracy is 0.2%. 
3.2. Inverter board 
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Figure 3.2: IPM evaluation board and the required ex-
ternal hardware. 
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With the progress in inverter technology, using the intelligent power module (IPM) 
which is hybrid power devices that combine IGBTs with gate drive and protection cir-
cuits all built inside the same module is better than isolated discrete power devices 
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Figure 3.3: Experimental set-up scheme. 




IPM provides a complete solution by integrating all these discrete components in a 
transfer molded package. It does not only simplify the system configuration and re-
duce the system space and parts number, but also achieves an improved reliability 
and flexibility. Mitsubishi developed an evaluation board [44] which consists of the 
IPM module, bootstrap circuit and snubber capacitor. In this thesis the IPM evalua-
tion board (EVBPS22056) was used. But there is external hardware required for con-
trolling the motor as variable speed drive as shown in Figure 3.2.  
As shown in Figure 3.4, a board was designed including the required external 
hardware such as the DC link capacitors, current measurement sensors for control 
purpose, and optocouplers for isolation. The diode bridge rectifier and the IPM are 
supported on suitable heat sink. In the following sections the calculation and choos-
ing the suitable values for the external hardware are explained in detail. 
3.2.1. IPM evaluation board  
 The main element in the evaluation board (Mitsubishi order no. EVBPS22056) 
shown by green color in Figure 3.3 is the IPM (PS22056) which is hybrid power de-
vices combines IGBTs with gate drive and protection circuits all built inside the same 
module. 
  In order to prevent the IPM from dangerous high voltage spikes, a dedicated snub-
ber capacitor   has been located at the most advantageous position for best perform-
ance. Thus, possible over voltage spikes generated by the stray inductance of the 
wiring between DC-link capacitors and the evaluation board are limited to a level be-
low 1200V. 
Minimizing the stray inductance of this wiring by bringing the wires as close as 
possible together, for example by twisting them will reduce the over voltage spike 
and ease the work of the snubber capacitor. Table III shows IPMs power ratings. As 
the rated power of tested induction motor is 2.2kW and 6A as rated current, the IPM 




















































                  Figure 3.4: The designed Inverter Board. 
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Table III.  IPMs power ratings 
Module Rated power of the 
motor approximately 
Irms/leg [A] Isc,trip max [A] 
 
PS22052 800W 1,8 8,5 
PS22053 1,5kW 3,4 17 
PS22054 2,7kW 5,5 25,5 
PS22056 4kW 9,2 42,5 
3.2.2. DC link capacitors 
As shown in Figure 3.5 the inverter is fed via uncontrolled three-phase diode 
bridge rectifier. In this case, the DC link aluminum electrolytic capacitor acts as en-
ergy storage and filter for the DC link voltage. 
The discharge time (Tc) in equation 3.1 for industrial inverters with a 400V main 
supply via line-commutated converter in the power range between 10 and 40kVA are 
typically between 13ms and 42ms [45]. For a nominal output of a 10KVA a discharge 






                                                                                                               3.1 
Udc : the dc link voltage 
 Idc   : the entire load current 
For 565V as dc link capacitor voltage (400V main supply) and motor rated current 
of 6A the capacitance C is 
6*0.03C= =320µF
565  
During the life time, the capacitance will decrease, so it is important to remember 
the tolerance of the capacitor, and the ripple current from the rectification of the AC 
line and from the load has to be known.  
From figure 3.5 the capacitor current ( ci ) is equal the rectifier current ( reci ) minus the 
inverter current ( invi ). 
By splitting up reci  and invi  into DC and AC components, 
rec rec,dc rec,aci =I +i  
inv inv,dc inv,aci =I +i  
As the DC component inv,dcI of invi  can be considered to be supplied directly by 
the input rectifier bridge, the capacitor current (ic) is calculated by 
c rec,ac inv,aci =i -i                                                                                                      3.2 
3.2.2.1. Calculation of the ripple current induced from the rectification 








⎛ ⎞⎜ ⎟⎝ ⎠  
Also the peak value of the charging current is 




d U UdUI C C
dt dt
−= =  
     dU: the voltage ripple and it is assumed to equal 2% of maximum voltage (Umax). 
From this, the RMS value of the charge current is calculated as 




    ( )2charge1,ac,RMS charge1,peak c1 rectifierI I t f=  
where the rectifier time (trec=1/frectifier) is the duration time when one of the upper 
diodes and one of the lower are conducting. The charge time (tc2) is defined as the 
difference between the rectifier time (trec) and charge time (tc1) and is calculated as 
c2 rec c1 c1
1t =t - t = -t
300  




dU d(U -U )I =C =C
dt dt  
2
charge2,ac,RMS charge2,peak c2 rectifierI = (I ) t f  
Now the ripple current resulting from the rectifier side is 
2 2
rec,ac,RMS charge1,ac,RMS charge2,ac,RMSI = (I ) (I )+                                             3.3 
































Figure 3.5: Basic structure of the power circuit of a voltage DC link converter feeds motor. 
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suming the ripple voltage is 2% of the nominal DC voltage (565V), the calculated rip-
ple current coefficients are included in Table IV. 
 
Table IV.  Ripple current coefficients 
Parameter Symbol value 
Nominal DC link voltage Udc 565V 
Motor rated current IN 6A 
The capacitor charge time1 tc1 0.608 ms 
The capacitor charge time2 tc2 2.725 ms 
Charge current1 (RMS) c h a r g e 1 ,R M SI  2.52A 
Charge current2 (RMS) c h a rg e 2 ,R M SI  1.186A 
The ripple current resulting from the rectifier side 
(RMS) 
 r e c , a c ,R M SI  2.785A 
3.2.2.2. Calculation of the ripple current from the inverter side 
A simple expression for the ripple current as caused by the load side inverter in 
steady state is derived by assuming a sinusoidal inverter output current and a con-
stant value of the DC link voltage. The DC link capacitor current rms value is deter-
mined by the modulation depth and by the amplitude and the phase angle of the in-
verter output current. So, the next section gives an overview about the space vector 
modulation before deducing the expression of the ripple current. 
3.2.2.2.1 Space vector modulation  
For a three-phase voltage source inverter as shown in Figure 3.5, each leg-voltage 
may assume one of the two values depending upon whether the upper switch or the 
lower switch is on. Therefore, only eight combinations of switching states are possi-
ble as shown in Figure 3.7.  Two of them produce zero voltage (zero vectors), that 
occur when either the upper three or the lower three switches are conducting simul-
taneously, while the other six voltage vectors are not zero vectors. 
By using space vectors (SV) the currents and voltages can be represented in αβ -
coordinate system. 
Figure 3.8 illustrates the voltage space vector (or vectors) in the αβ plane. The 
  
          
Figure 3.7: Switching states of the voltage source inverter. 
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plane is divided into six equal re-
gions within a regular hexagon.  
These voltage vectors have the 
same magnitude and mutually 
phase-displaced by 60°. When the 
reference vector is in a sector, the 
switches work according to the 
time interval (T1) and (T2) set by 
the projection of the vector on the 
adjacent sides and interval time 
(T0) for one of the zero vectors 
which lie on the origin. For exam-
ple, in figure 3.8 the voltage space 
vector refU
→
lies in sector 1. refU
→
syn-
thesizes to its adjacent states 
1U (100)
→
 and 2U (110)
→
. The time peri-
ods for these vectors are T1 and T2 





) is T0, where the 
sum of these three periods make the entire sampling cycle Ts (Ts is the inverse of the 
switching frequency of the inverter). 
For a known refU
→
, θ , Ts, and Udc the switching time T1,T2,and T0 are determined as 
follows. 
The voltage in sector 1 can be written as 
jθ
ref s 7 0 1 1 2 2U e T =U T +U T +U T















,  2 dc dc




by taking the components of the reference voltages in the quadratur axes 
ref s ref s 0 dc 1 dc dc 2




By comparing the imaginary and real parts we get, 
ref S dc 2
1U sinθ*T = U *T
3
G













     







T0 is the rest of the cycle Ts. 
0 s 1 2T =T -T -T  
Minimum inverter switching frequency is obtained by transitioning from one inverter 

































Figure 3.8: Voltage space vectors in αβ -coordinate 
system. 
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tween the two zero states. 
Figure 3.9 demonstrates the switching in Sector 1. Here, the cycle begins in State 
0, i.e., [000], with each inverter pole being successively toggled until State 8, i.e., 
[111], is obtained. The pattern is then reversed to complete the modulation cycle [46]. 
3.2.2.2.2 The ripple current as caused by inverter 
In figure 3.5 the inverter bridge legs is as two-pole switches between positive and 
negative DC link bus (si=1or 0, where i=U, V, W), so the inverter input current iinv is 
calculated as [47], 
inv U N,U V N,V W N,Wi =s i +s i +s i  
By assuming a pure sinusoidal shape of the inverter output currents, these cur-
rents are rewritten as follows 
N,U N,U,(1) N i
ˆi =i =I cos(θ-θ )  
N,V N,V,(1) N i
2πˆi =i =I cos(θ- -θ )
3  
N,W N,W,(1) N i
2πˆi =i =I cos(θ+ -θ )
3  
Where iθ denotes the phase displacement of the fundamentals of the inverter out-
put voltage and the inverter output current, where the voltage space vector refU
→
is 
represented as jθrefU e
G
. 
According to the inverter switching state, the inverter current iinv is formed by seg-
ments of the inverter output phase current iN,i. E.g. for switching state (100) the motor 
phase U is connected to the positive DC bus and phases V and W are connected to 
the negative DC link. In this case the inverter current is 
inv N,Ui (100)=i  
Similarly for switching state (110), 
inv N,Wi (110)=-i   
where N,U N,V N,Wi +i +i 0=  






2i = i dt
T ∫  


































Figure 3.9: The switching cycle. 
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This can be expressed as [47] 
av av (100) inv (110) invi =I =δ *i (100)+δ *i (110)  













So, av N i N i
πsin( -θ) sinθ 2π3 ˆ ˆI =m× *I cos(θ-θ )-m× *I cos(θ+ -θ )
π π 3sin sin
3 3
 
av N i i
2 π πˆI = m×I (sin( -θ) cos(θ-θ )+sinθ cos(θ- -θ ))
3 33
 
av N i i i
2 π π π πˆI = ×m×I [ cos(θ-θ )[sin( )cos(θ)-cos( )sin(θ)]+sinθ [cos(θ-θ )cos( )+sin( )sin(θ-θ )]]
3 3 3 33
 
av N i i
2 π πˆI = ×m×I [ cos(θ-θ )[sin( )cos(θ)]+sinθ [sin( )sin(θ-θ )]]
3 33
 
av N i i




2 3 ˆI = ×m× ×I ×cos(θ )
23
 
av N iˆI =m×I ×cos(θ )                                                                                                                       3.4 




inv,RMS inv inv(100) (110)
0
3I = ( * (100)+ * (110))dθ
π δ δi i∫                                                                 3.5 
By inserting the expressions of (100) (110) inv invδ ,δ ,i (100),and i (110) in equation 3.5, we get, 
2
inv,RMS N i
32 1ˆI =I m +cos θ
43 3π
⎛ ⎞⎜ ⎟⎝ ⎠                                                                                     3.6 
In addition, the inverter current iinv can be split into DC and AC components (ripple) 
as 
iinv =Iav+iinv,ac 
Also the RMS value of the ripple component is 
2 2 2
inv,ac,RMS inv,RMS avI =I -I                                                                                              3.7 
So, ( )22 2 2inv,ac,RMS inv,RMS av N i i16 1ˆI = I -I =I m +cos θ - m×cos(θ )43 3π
⎛ ⎞⎜ ⎟⎝ ⎠  
2
inv,ac,RMS N i
16 4ˆI =I m[cos θ -m + ]
3 3π 3 3π
⎛ ⎞⎜ ⎟⎝ ⎠                                                                3.8 
By deriving the equation 3.8 with respect to (m) and equaling by zero, the maxi-
mum modulation index (m) is 
max 2
i
8 1m = 1+
3 3π 4cos θ
⎛ ⎞⎜ ⎟⎝ ⎠                                                                                           3.9 
Substitute equation 3.9 in equation 3.8, and assuming icosθ 1≈ , the maximum cur-
rent is 
inv,ac,RMS N
ˆI 0.6125I≈                                                                                            3.10 
After calculating the RMS value of the ripple current from the rectifier and inverter 
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sides, the RMS value of the DC link capacitor current can be calculated as 
2 2
in v ,a c ,R M Sre c ,a c ,R M S
2 +c ,R M SI = i i                                                                           3.11 
The RMS values of AC currents components are as indicated in Table V. 
 
Table V. the capacitor current components 
Parameter Symbol value 
The ripple current resulting from the rectifier side (RMS) rec,ac,RMSI  2.785A 
The ripple current resulting from the inverter side (RMS) inv,ac,RMSI  3.675A 
The capacitor current (RMS) c,RMSI  4.6A 
3.2.2.3. Choosing the capacitor 
We selected the aluminum electrolytic capacitor type (AL-E capacitor) from 
EPCOS (B43540) [55] for our design. 
From the data sheet, the available rated voltage ranges are 200V, 250V, 400V, 
and 450V with ±20% as tolerance. 
The nominal DC link voltage is 565V, to handle this value it is necessary to have 
two capacitors in series. But the tolerances of the line voltage have to be taken into 




So, two capacitors with 400V as rated 
voltage are sufficient for the design. 
For choosing from the allowable ca-
pacitors, as the capacitor current c,RMSI  
is 4.6A, it is better to share this value be-
tween two parallel branches of capacitors 
as shown in Figure 3.10, and the capaci-
tor with 270µF is chosen for our design. 




This value shows that our assumption 
of Tc =30ms in equation 3.1 is right. 
    To get a correct voltage sharing between the capacitors, it is good idea to use 
voltage sharing resistors. EPCOS recommends the following equation. 





Ω                        3.12 
For C=270µF, the sharing resistor is 
     vsrR =185kΩ  
3.2.3. Diode bridge rectifier 
Three phase diode bridge rectifier from SEMIKRON (serial no. SKD25/12) is used 
in the set-up. Its rated voltage and current are 1200V and 20A respectively. It has the 
following feature. 
- blocking voltage  to 1600V 
- High surge current 







C ,R M SI /2 C ,R M SI /2
C ,R M SI
 
Figure 3.10: DC link capacitors connection. 
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- Square plastic case with isolated metal base plate and fast-on connectors. 
Between the input terminals of the diode bridge rectifier and the AC source there 
are three resistors in parallel with three switches are inserted, to increase the DC 
link voltage gradually at starting to protect the diode bridge from high starting cur-
rent. 
3.2.4. Optocouplers 
ACSL-6410 Multi-channel and bi-directional, high-speed optocouplers are used. . 
These devices provide full duplex and bi-directional isolated data transfer and com-
munication capability in compact surface mounted packages. They are available in 
15 Mbd speed option and wide supply voltage range. Their high channel densities 
make them ideally suited to isolating data conversion devices, parallel buses and pe-
ripheral interfaces. 
3.2.5. Current sensors 
Current Transducer LAH 25-NP from LEM is used to provide an accurate and reli-
able current measurement. The rated current is 25A and the transformation ratio is 
1A/0.001A.  
3.2.6. Heat sink 
The main criterion of thermal design is that the junction temperature of the IGBTs 
and diodes should not be greater than 125° C. the thermal resistance of the used 
IPM module is calculated from Mitsubishi simulation program MELCOSIM by choos-
ing the module series (DIP IPM PS22056 in this case) , the rated current , and the 
rated voltage. The calculated thermal resistance is 1.56 0C/W, and a heat sink with 
dimension (15x10x7 cm) is selected. 
3.2.7. Overall Inverter board design  
 A board with the above described components is designed in EAGLE 4.11 (Easily 
Applicable Graphical Layout Editor). Special considerations are made for designing 
the board. The wiring between DC-link capacitors and the IPM module is as short as 
possible to minimize the stray inductance of this wiring and to reduce the over volt-
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3.3. Inverter interface board 
Figure 3.11 shows the overall controller structure. A PC is used as controller with 
real time programming run in LINUX kernel. The system’s basic software structure 
using RTAI-Linux was developed in a previous work [57].  
In the C program the switching times required for each leg of the inverter accord-
ing to the control algorithm are calculated. These time-values are sent through PCI 
bus to the computer interface board PCI1. The computer interface board sends this 
received data to the inverter interface board through a 16-bit parallel bus called as 
Inverter board
C program in RTAI
      Linux kernel
computer interface 
      board (PCI1)
computer interface 


























   I.M
AC supply
 
Figure 3.11: Controller Set-up. 
          
             current signals 
Figure 3.12: Inverter Interface Board. 
FO Signal 
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“Inverter Bus”. The Inverter Bus System was developed in previous works [42, 43]. 
The Inverter Interface Board interprets this data and finally generates the 6 gates 
pulses for the inverter and receives from the inverter one fault signal (FO) for protec-
tion purpose. Also, the inverter interface board receives the measured analog cur-
rents signals which are required in the control algorithm. These signals are converted 
to digital values through A/D converters and send back to the PCI1 over Inverter bus.   
The inverter interface board and the computer interface board are developed 
within previous work [42, 49]. The block diagram of the Inverter Interface Board is 
shown in Figure 3.12. At first, the CPLD captures the next switching state for the 
IGBTs and switching times for each phase from the Inverter Bus. In between the 
CPLD starts the A/D converters. After the CPLD has received the switching times, 
the transceivers of the Inverter Interface take over the control of the bus, i.e. the In-
verter Interface acts as Bus-Master for a short time slot. In this time slot, the A/D 
converters of the Inverter Interface board write sequentially the actual currents onto 
the Inverter Bus. The CPLD uses a 40 MHz clock which allows counting 4000 incre-
ments in 100 µs. In this way, the time resolution provided by 12 bit data (212 = 4096) 
is well utilized [42]. 
The measured currents from the Inverter board is fed to the A/D converter using 
three differential amplifiers followed by a RC-filter just at the input pin of A/D con-
verter for filtering out noise. The differential amplifier uses operational amplifier 
LT1363. The acquisition is done by the 12 bit A/D converters LTC1410 from Linear 
Technology. The A/D conversion must be ready before the CPLD starts transmitting 
the data to the computer interface board. The LTC1410 has a conversion time of 800 
ns. This allows the CPLD, to start the A/D converter 1,5 Bus-clocks before beginning 
the transmission. The modulator is synchronized with the current acquisition in such 
a way that there is practically no delay between the middle of the zero vectors and 
the sampling of the actual phase currents. 
3.4. Computer interface board 
The board comprises a 
FPGA. Part of the firm-
ware in the FPGA is “intel-
lectual property” of Altera 
which helps to implement 
the PCI-Bus protocol. This 
firmware realizes a bridge 
within the FPGA between 
the external PCI-bus and 
another bus internally in 
the FPGA, at which the 
user can add its particular 
firmware components. In 
the case, this user firm-
ware is the Inverter Bus 
protocol. See Figure 3.13. 
From the computer in-
terface side the communi-
cation is as follows: 
The computer interface board 1 (PCI1) generates the interrupt (IRQ) every 100µs. 
When the interrupt is occurred, the processor is redirected to interrupt service routine 
where it reads the currents values from PCI1, and places the inverter switching times 
for the next cycle in the PCI1 registers. 
 
Figure 3.13: Computer Interface board (PCI). 
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The coordination between the PCI1 and inverter interface board is done by the 
control signals which are generated by PCI1. The timing diagram for the communica-
tion across Inverter bus is as shown in Figure 3.14. 
The address of the inverter is generated during communication span of 10µs; the 
bus clock is ca. 666 ns. Firstly, the address of the controller followed by the address 
of the inverter interface board is placed on the bus; the inverter interface board re-
sponds and receives the timing signals from PCI1. Over the next 3 bus clock periods 
the current is transmitted to PCI1. This is repeated every 100µs. 
The interrupt service routine is written in C language and is executed in RTAI-
Linux. 
3.5. Efficiency determination system 
As mentioned in section 
2.6, the efficiency determi-
nation system consists of 
two PCBs. These boards 
are connected with the 
motor as shown in Figure 
3.15. In this figure the mo-
tor terminal voltages (U1, 
U2, U3) and lines currents 
(I1, I3) are connected to the 
high voltage side in the 
ASC board. The output 
low voltage signals (u1-2.1, 
u3-2.1, i1.1, i3.1) are con-
nected directly to the S2D 
board through sub connec-
tors. 
The torque meter signal 
is connected to ASC board 
through the connector Tin, 
and its low signal tout is 
connected to the connec-
tor with signal In5.1 in S2D 
board. 
The position sensor is 
Figure 3.14: Inverter bus control 





























Figure 3.15: Motor connections with efficiency determination 
system. 
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connected directly to S2D board (In1.1, In1.2), where the magnitude of its outputs 
signal (Sin and Cos) equal (±0.5v). The following sections explain the construction of 
the ASC board, and the FPGA code to calculate the average electrical and mechani-
cal powers. 
3.5.1. Analog signal conditioning board 
The ASC board was introduced in chapter 2, It was developed to adapt four higher 
voltages (U1-2.1, U3-2.1, U1-2.2 and U3-2.2) to low voltage signals with gain 
Gv=1/1200, and four higher currents (I1.1, I2.1, I1.2 and I2.2) to low voltage signals 
with gain Gi=1/30 suitable for A/D converters. Additionally, there is extra channel to 
adapt a torque meter signal with gain GT=1/100. 
3.5.2. Sensor to Digital code 
Sensor to digital (S2D) board was developed to convert the analog signals to digi-
tal signals [49, 50]. In this work it is used to convert the analog signals to digital and 
to calculate the average electrical and mechanical powers of the motor. 
Figure 3.15 shows the S2D board, there are up to five sets of analog inputs, each 
set consists of two analog signals. Signals of one set are simultaneously converted 
by two 12-bit A/D converters (ADC). Set A is connected via multiplexer to the odd in-
put connectors with the signals In1.1, In1.2, In3.1, In3.2, In5.1, and In5.2. 
Set B is connected via multiplexer to the even input connectors with signals In2.1, 
In2.2, In4.1, and In4.2. 
The S2D board is connected to the PCI2 board via a 16-bit RS 485-based parallel 
bus. The FPGA code for calculating the average electrical power and mechanical 
power is shown in Figure 3.16, and consists of six blocks. 
1. analog to digital conversion 
2. multiplexer selector signals 
3. digital output 
4. electrical power calculation 
5. mechanical power calculation 
6. BUS Control 
3.5.2.1. Analog to digital conversion 
Figure 3.17 indicates the control diagram for the A/D converters (ADC).  There are 
two sets of two A/D converters (set A and set B). 
At the beginning ‘Conversion start’ is a signal to the ADC to start conversion. During 
the conversion the ‘Busy’ signal will be held low and rises only after the conversion is 
completed and the data has been transferred to the output latches of the ADC. For 
reading this latched data from the ADC, ‘Read’ signal is given. The four ADC’s are 
connected to the FPGA through the same 12-bit data lines. So the data from each 
ADC can be read only one after another. First ‘Read’ signal is given to one of the 
ADC’s for 62.5ns. In this time the data is read from that particular ADC. At the end of 
62.5ns the control program will be in wait state for 125ns. During this period there will 
be no data transfer between ADC’s and FPGA. Then the ‘Read’ signal is activated for 
another ADC. After reading the data from all ADC’s, ‘Data Ready’ signal is generated 
by the program, it acts like a load signal for some register ‘Change MUX Input’s’ sig-
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Figure 3.16: FPGA Code using quartusII software. 




3.5.2.2. Multiplexer selector inputs signals 
The Multiplexer inputs control diagram is as shown in Figure 3.18. The ‘Change 
MUX Inputs’ signal that is generated in the ADC Control is used as decisive signal for 
this block. There are two dual 4-channel differential analog multiplexers with two out-
puts signals for each one. The analog inputs are connected to the ADC’s via these 
multiplexers. 
At one time the input signals to the ADC are In2.1, In2.2, In4.1, and In4.2 (voltages 
and currents signals to calculate electrical power) and in the other time In1.1, In1.2, 
and In5.1 (position and torque meter signals). Transition from one set of inputs to the 









































Figure 3.17: Analog /Digital Converter control. 
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3.5.2.3. Digital Output 
The digital output control diagram is as shown in Figure 3.19. The signal ‘data 
ready’ that is generated by ‘ADC Control’ acts like a load signal. According to the 
channel the data will be loaded into the corresponding registers. 
3.5.2.4. Electrical power calculation  
Figure 3.20 indicates the control diagram of calculation the average electrical 
power (input power). The signal ‘Output Data Ready’ that is generated by the Digital 
output block acts like a start signal to the ‘control’ block. 
Offset correction, power calculation, and gain correction are done in sequence 
with delay. After that the total power is getting accumulated and stored in Accumula-





















In channel = =1 Out channel = =1





B=Binary Data  
 
Figure 3.19: Digital output control. 
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AccumulatedPower(n) (u1 2.1 offset _ u1 2.1)*(i1.1 offset _ i1.1)*G G
(u3 2.1 offse _ u3 2.1)*(i3.1 offset _ i3.1)*G G AccumulatedPower(n 1)
−
−
= − + − + +
− + − + + −  
The process is repeated for every ‘Input Data Ready’ signal. 
The signal ‘Data Request’ that is generated by the Bus Control acts as a start sig-
nal to the ‘Bus Sync.’ block. When the data is requested by the ‘Bus Control’, the 
‘Bus Sync.’ waits for ‘control’ to finish the calculation of power. Then it calculates the 
average power for 100µs. 
‘Data Ack in’ signal informs the Bus Control that data is ready. 
3.5.2.5. Mechanical power calculation 
Figure 3.21 shows the control diagram of calculation the average mechanical 
power (output power). The signal ‘Output Data Ready’ generated by the Digital out-
put block acts like a start signal to the ‘control’ block. 
At first the Offset correction, and gain correction are done for the torque signal, 
while the position and the speed are calculated from Sin and Cos signals. 
The Accumulated Power after adding offset correction and gain correction is calcu-
lated as 




The signal ‘Data Request’ that is generated by the Bus Control acts as a start sig-












































Figure 3.20: Average electrical power (input power) calculation. 
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‘Bus Sync.’ waits for ‘control’ to finish the calculation of power. Then it calculates the 
average power for 100µs. 
‘Data Ack out’ signal informs the Bus Control that data is ready. 
3.5.2.6. Sensor to Digital BUS Control 
The S2D board is connected to the PCI2 via a 16-bit RS485-based parallel bus. 
PCI2 acts as a master and generates the control signals. The first four bits are the 
control signals (Clock, Address, Read, and Write) and the remaining 12 bits are data 
lines. BUS control that is used in S2D board acts in response to these control sig-
nals. Figure 3.22 shows the S2D BUS control.  
As shown in Figure 3.22, initially the bus drivers are enabled in receiving mode. 
When ‘Addr’ is high, address of the S2D board will be placed on address line by 
PCI2. Now, the S2D board checks the address line when ‘CLK’ is high, ‘Addr’ is high, 
‘RD’ is low and ‘WR’ is high. If the address is matched, the S2D sends ‘Data Re-
quest’ signal for the power blocks. For ‘Data Ack in’ signal from S2D the input power 
register in the BUS control block is updated. 
When ‘RD’ signal from PCI2 becomes high, the bus drivers of S2D are enabled in 
drive mode and the S2D transfers the lower 12 bits of the input power through the 6th 
clock signal and upper 12 bits of the input power through the next clock signal. It 
sends the number of samples taken from ADC in 8th clock signal. 
After that, S2D waits for ‘Addr’ to be high again and sends in this case the output 
power to PCI2. 








































Figure 3.21: Average mechanical power (input power) calculation. 





3.5.3.   Interrupt service routine 
An interrupt service routine (ISR) is a call back subroutine in an operating system 
whose execution is triggered by reception of an interrupt. In this case the PCI1 gen-
erates the interrupt at every 100µs.  
The interrupt service routine is written by C-language. The C code is divided in 
three source files and one header file in RTAI kernel space, see Figure 3.23. 
1. pci.c file: in this program, the PCI1 and PCI2 are addressed. As the real-time 
module interchanges information to the user space through FIFOs, these FI-
FOs are declared and defined in this code. 
2. control.c file: it is consider the main control program, it is executed every inter-
 



































Figure 3.23: C-Code in RTAI kernel space. 
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rupt (100µs). It reads the data (currents and powers) from PCI1 and PCI2 re-
spectively and sends the switching times to PCI1.Also it calls the functions 
from function.c file. 
3. function.c file: all the functions which are used in controlling the motor (i.e. sen-
sorless control) are written in this file. 
4. variable.h file: all the variables which are used in writing the code are defined 
here. 
3.5.4. Testing the system 
To verify the IEEE 112B standard recommendation to determine the motor effi-
ciency, the calculated average electrical power by using the designed system was 
compared with the measured one using a power meter (LMG450), the accuracy of 
the power meter is 0.1%.  
The average power dissipated in a resistive load (resistor) fed from AC source 
(220V) is measured by using the proposed system and the power meter in the same 
time. The connection is as shown in Figure 3.24. 
Figure 3.25 shows the average electrical power measured by the power meter and 
the designed system for different load values. 
In case of the power meter the average power is measured every second, and in 
case of the proposed system the average electrical power is calculated every 100 µs 
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Figure 3.24: Determination of electrical power dissipated in variable resistor. 
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Instantaneous power every 100µs
Average power every 1s
 
Figure 3.25-a: Average electrical power 
measured by the proposed system. 
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by designed system
Average power every 1s
by power meter
 
Figure 3.25-b: Average power every 1s using 
the power meter and the proposed system. 















Instantaneous power every 100µs
Average power every 1s
 
Figure 3.25-c: Average electrical power 
measured by the proposed system. 
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Figure 3.25-d: Average power every 1s using 
the power meter and the proposed system. 
 
Table VI shows the average power during ten seconds by using the power meter 
and the designed system. It can be seen that the average power calculated by the 
designed system matches the value of the power meter. The comparison indicates 
the accuracy of the proposed method to calculate the average power and hence can 
be used in determination the efficiency. Also, in chapter four many identical power 
measurements of the controlled motor using the proposed system and the power me-
ter are added. 
 
Table VI. Average power measured by power meter and designed system 
Average power measured by power 
meter during 10 second 
Average power meas-
ured by designed sys-
tem during 10 second 
percentage of the 
deviation 
1793.9 W 1794.1 W 0.011% 
1509.4 W 1509.7 W 0.019% 
1248.2 W 1248.3 W 0.008% 
502.47 W 502.69 W  0.04% 
303.17 W 303.13 W 0.013% 
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4. IFOC of Induction motor based on the proposed loss 
model 
In chapter two the speed estimation from motor back EMF equations, and the es-
timation of the stator and rotor resistances using Luenberger observer are explained.  
This chapter shows the improvement in the motor efficiency after controlling the 
motor by the proposed loss model.  
4.1. Efficiency improvement using the proposed loss model 
Figure 4.1 shows the block diagram for the speed sensorless controlled induction 
motor using the loss model. The motor was loaded with different load torque values 
for different reference speeds, and each time the motor is controlled at first by rated 
flux and then reduces to the optimal flux value depending on the estimated torque 
value. 
For the same load torque and reference speed, there is a reduction in the con-
sumed electrical motor input power using the optimal flux compared with the rated 
flux, as shown by experimental measurements in Figure 4.2. The test was done for 
1500 rpm, 900 rpm, 300 rpm as reference speeds and different load torque values. 
As shown in this figure, with reducing the flux the measured motor input power is re-
duced, while the measured load torque is constant. 
The improvement in the motor efficiency for different load torques and different 








































































































Figure 4.1: Optimal flux loss model based on speed sensorless vector control induc-
tion motor. 
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Figure 4.2-a:  
Motor input active power 
with rated and optimal flux 
for different load torques, 
1500-rpm reference speed























Figure 4.2-b:  
The measured load torque 
with rated and optimal flux 
at 1500-rpm reference 
speed. 
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Figure 4.2-c:  
Motor input active power 
with rated and optimal flux 
for different load torques, 
900-rpm reference speed. 
























The measured load torque 
with rated and optimal flux 
at 900-rpm reference 
speed. 
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Figure 4.2-e:  
Motor input active power 
with rated and optimal flux 
for different load torques, 
300-rpm reference speed. 
























Figure 4.2-f:  
The measured load torque 
with rated and optimal flux 
at 300-rpm reference 
speed. 
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Figure 4.3:  
Motor Efficiency with rated 
and optimal flux for differ-




The efficiency improvement is 20% at 0.2 p.u. load torque and 300 rpm as refer-
ence speed, and 10% for the same load at 1500 rpm as reference speed. 
In addition, as the optimal flux is less than the rated value, an improvement in motor 
power factor is achieved. Figure 4.4 shows the reduction in the absorbed reactive 
power with reducing the flux from the rated value to the optimal one.  
As the reduction in the reactive power means power factor improvement, the im-
provement in the motor power factor for different load torques and speeds is as 
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 Measured motor input re-
active power with rated 
and optimal flux for differ-
ent load torques, 1500-
rpm reference speed. 
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 Measured motor input 
reactive power with rated 
and optimal flux for differ-
ent load torques, 900-rpm 
reference speed. 
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 Measured motor input 
reactive power with rated 
and optimal flux for differ-
ent load torques, 300-rpm 
reference speed. 
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Figure 4.5:  
Motor Power factor with 
rated and optimal flux for 
different load torques, and 
speeds. 
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Controlling the induction motor with the calculated optimal air gap flux saves the 
active and the reactive power. The total reduction in apparent power (VA) using op-
timal flux compared with rated flux is as shown in Figure 4.6. 
At 1500 rpm as reference speed and load torque equal 0.3 p.u. the saving in ap-
parent power is 37%. At 300-rpm reference speed and 0.4 p.u. load torque the sav-
ing in apparent power is 26%. These high percentages of powers which can be 
saved by using the optimal air gap flux indicate the importance of controlling the ma-
chine at light load with optimal flux. 
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rpm as reference speed. 
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Apparent power at 900 
rpm as reference speed. 
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Apparent power at 300 
rpm as reference speed. 
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4.2. The accuracy of the designed measurement system 
All the previous motor input powers (average electrical powers) are measured by 
the designed efficiency measuring system. To show the accuracy of the designed 
system, some measurements were done by using the power meter and the designed 
system at the same time. 
Figure 4.7 shows the average electrical power of speed sensorless vector-
controlled induction motor by using the power meter and the designed system. The 
test was done for 0.3 p.u. load torque and 900 rpm as reference speed.  At first the 
motor is controlled by rated flux value, and then the flux was reduced to the calcu-
lated optimal value from the proposed loss model. In Figure 4.7-a, the average elec-
trical power is calculated by using the power meter every 0.05 s (the minimum inter-
val time-cycle time- allowable for the device). In Figure 4.7-b, the average electrical 
power is calculated by using the designed system every 100 µs and every 0.05 s for 
the comparison with the power meter. It can be seen that the average power calcu-
lated by the designed system matches the value of the power meter. In each of the 
two figures, the curves of the power increase from zero to reach steady state value 
(i.e. 520W) in 1.5 s. After 10 s from running the motor the flux was reduced from 
rated value to optimal value in around one second. This time value depends on the 
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Figure 4.7-a:  
Average electrical 
power for speed 
sensor less con-
trolled induction 
motor for 0.3p.u. 
load torque and 
900 rpm as refer-
ence speed using 
the power meter  
(LMG450). 
  





























    
 
 
Figure 4.7-b:  
Average electrical 
power for speed 
sensor less con-
trolled induction 
motor for 0.3p.u. 
load torque and 
900 rpm as refer-
ence speed using 
the designed sys-
tem. 
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Another comparison between the designed system and the power meter for 0.22 
p.u. load torque and 1500 rpm as reference speed is shown in Figure 4.8. 
cycle =0.05sec
0 3.75 7.5 11.25 15 
c y c le
3.75 7.5 11.25 15
Time (s)






















Figure 4.8-a:  
Average electrical 
power for speed sensor 
less controlled induc-
tion motor for 0.22p.u. 
load torque and 1500 
rpm as reference speed 





































Figure 4.8-b:  
Average electrical 
power for speed sensor 
less controlled induc-
tion motor for 0.22p.u. 
load torque and 1500 
rpm as reference speed 
using the designed sys-
tem. 
4.3. Motor oscillation 
The other aspect included in the motor stability else the robustness of the motor 
against a sudden load changing disturbance is the oscillations. 
This section studies the motor oscillations with respect to the flux reduction. There 
are two resonance phenomena in the motor (series resonance and parallel reso-
nance). When the flux is reduced, the damping of the series resonance is increased 
while the damping of the parallel resonance is reduced [15]. It cannot be said which 
one can one cause problems, where it depends on both the motor and the load. 
Therefore, flux reduction can improve and degrade a resonance problem.   
In general, oscillations in controlled motor are induced from the following sources. 
- load disturbances 
This is in case of the motor could not provide sufficient mechanical damping, or 
the load contains a periodic component. 
- inverter non-linearity 
It includes the ripple in DC-link and dead time effect. 
- motor mechanical construction  
Due to asymmetry of windings and slotting. 
The motor oscillation is analyzed in this section analytically. The motor oscillation 
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can be studied by using a linerarized motor model (fifth order system), where the 
damping of the motor is defined by the damping of the dominant poles [15]. 
The other method to analyses the oscillation is described in [51] depending on the 
fact that there are two resonance modes in the motor: 1) series resonance and 2) 
parallel resonance. The mathematical calculations in this method are less compli-
cated so it will be used here. The series and parallel resonance in the induction mo-
tor is described as shown in Figure 4.9. In the series resonance mode the amplitudes 
of the stator and rotor fluxes are constant but the angle between fluxes oscillates, the 
amplitudes are constant and the leakage inductance acting as a spring. When the 
leakage inductance is "stretched" the energy is increased and when it is "contracted" 
the energy is decreased. This oscillating energy is damped by the stator resistance 
Rs and rotor resistance Rr. 
  Vice is in the state of parallel resonance mode, the angle is constant and the flux 
amplitudes oscillate. 
  The resonance frequency and damping for the series and parallel resonance as 
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φζ =  
s,serf :  the series resonance frequency 
s,parf :  the parallel resonance frequency 
serζ :  the series damping factor 
parζ :  the parallel damping factor 
The resonance frequency and damping factor are calculated by using the rated 
flux and the optimal flux values for different load torques and different speeds, as 
shown in Figure 4.10. 
From Figure 4.10 the following notes are recorded. 
-   With reducing the flux at low load, the series and the parallel resonance fre-
quencies decrease. 





                                           (a) 





                                             (b) 
Figure 4.9: Resonance mode a) series resonance  b) parallel resonance. 
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- With reducing the flux, the damping factor increase in case of series reso-
nance, but the parallel resonance become undamped at very low load.  
For large motors the series resonance causes problem where the damping factor 
goes under one, so reducing the flux at light load will solve the problem. But the 
parallel resonance can produce problem if it is not possible to decrease the flux, 
such as during start-up. 
According to the parallel resonance damping factor, if the motor is loaded with 
high inertia load, the parallel resonance damping factor will be reduce, this is es-
pecially dangerous during start-up because the poor damping is then combined 
with a long starting time. 
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Figure 4.10-a: Series resonance frequency and damping factor at different speeds and 
torques using rated and optimal flux. 
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Figure 4.10-b: Parallel resonance frequency and damping factor at different speeds and 
torques using rated and optimal flux. 
4.4. Proposed loss model controller via on-line search controller 
After testing the improvement of the motor efficiency using the proposed loss 
model based controller experimentally, this section studies the accuracy of the calcu-
lated optimal flux values with respected to the actual one. 
Although the search control method is expensive where an on-line measuring of 
the motor input power is required, it considers as a reference method to find the op-
timal flux value, because SC does not require the knowledge of the motor. 
So, here the on-line SC is implemented to prove the accuracy of the calculated op-
timal flux values. 
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4.4.1. Search control 
This controller measures the input power of the machine drive regularly at fixed in-
terval and searches optimal flux value, which results in minimum power input for the 
given values of speed and torque. So, SC does not require the knowledge of the mo-
tor loss model for implementing optimisation controller, and parameters variation. 
Figure 4.11 shows the block diagram of the search method, where the Analog 
Signal Conditioning board and Sensor to Digital board are used to measure the mo-
tor input power. The distribution of the motor losses and its variation with reducing 
the flux is shown in Figure 4.12. With reducing the flux from rated value, the motor 
copper loss increases, and the core loss decreases. The total loss decreases to a 
minimum value and then increase. 
The minimum total loss means maximum efficiency, and the flux value that causes 
high efficiency is called optimal flux value.  
Theoretical it seams easy to apply the SC with controlled induction motor (scalar, 
or vector control) by controlling the machine at first with rated flux and then reducing 
the flux step by step till the measured motor input power is minimum, and then stop 
the controller. 
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Figure 4.12: Loss variation of Induction motor with flux decreasing for 
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Figure 4.11: Search controller for speed sensorless IFOC induction motor. 
4.4 Proposed loss model controller via on-line search controller 
 
65
Actually the practice proves that is many problems, and it is not too easy to im-
plement the SC, but can be done. 
The first obstacle is the percentage by which the flux is reducing. If it is small, the 
time required to reach steady state will be long, and if it is large the torque ripple will 
increase. 
Kirschen et al. [54] Proposed a solution of minimizing the input power by decreas-
ing the flux reference in steps by a fixed amount of 0.04 p.u. This is a very simple 
technique, but the pulsation of torque is unavoidable. 
The second obstacle is the waveform of the measured average input power, and 
the required time to get a fine average power curve without ripples. For example, Fig-
ure 4.13-a shows the measured motor input power for certain load by using 
ASC+S2D boards every sampling (100µs), which could not be used to implement the 
SC because it is highly varieties. Figure 4.13-b shows the average values every 0.1 
s, which can be used in SC. So, the ASC+S2D boards give flexibility to choose the 
suitable time interval to calculate a smooth average electrical power curve that can 
be used in SC. So, the used power meter in SC should be an accurate device (in-
crease the cost).  
4.4.2. Accuracy of the proposed loss model controller 
To check the accuracy of the calculated optimal flux value, a comparison between 
the proposed model and SC method was done. 
Figure 4.14 shows the measured average electrical power, using SC method and 
loss model controller. In case of SC the power reduces by reducing the flux produc-
ing current component till the minimum average power is recorded. 
In case of the proposed loss model, the flux is reduced from the rated value to the 
optimal one -read from the look up table-.  
The flux producing current component in each case is as shown in figure 4.15. In 
case of SC the current is reduced with small step reaching the steady state in around 
two seconds. So, in case of the proposed controller the step by which the current is 
reduced from rated value to optimal value in around two seconds was programmed.  
Table VII shows the motor input power values at steady state. The difference be-
tween the motor input power measured using the proposed LMC and SC is around 
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Figure 4.13: Average electrical power at 0.22 p.u load torque and rated flux calculation 
a- every 100µs, b- every 0.1s. 
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Minimum power by us-
ing SC (W) 
Minimum power by using 
proposed LMC (W) 
Difference 
(SC-LMC)/SC  % 
25% 542 548 +1.1% 
50% 1117 1102 -1.17% 
 
4.5. Conclusion 
The LMC is more appropriate in FOC because the optimal flux can be imposed in 
a short time, while SC vary the flux continuously, which produce more oscillation in 
the torque, and the main thing that LMC does not require extra hardware. 
In SC the output power of the motor is kept constant while the motor flux level is 
iteratively adapted to find a minimum of the input power.  
Theoretically, this method offers the optimal solution without knowledge of the 
drive. However, some disadvantages appear in practice, such as continuous distur-
bances in the torque, slow adaptation, difficulties in tuning the algorithm for some ap-
plications, extra hardware, and the need for precise load information. For these rea-
sons, this is not a good method in industrial drives. 





















Figure 4.14-a:  Average power using search 
control method. 




















Figure 4.14-b: Average power using 
proposed LMC. 


























Figure 4.15-a:  Flux producing current com-
ponent using SC. 

























Figure 4.15-b:  Flux producing current 
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The experimental results show the accuracy of the proposed LMC in calculating 
the optimal flux, where the difference between the measured motor input power using 
the proposed model and the SC is around 1.2± % of the measured power using SC. 
This indicates the accepted accuracy of the proposed loss model based controller in 
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5. Fuzzy logic controller  
In most of VSDs the flux is controlled according to the following form 
 
where rat. rat.andφ ω  denote the rated flux and rated motor angular speed respectively. 
In case of drives which operate at partial load, the proposed loss model can be 
used to provide the minimum losses by calculating the optimal flux depending on the 
load torque percentage.   
For speed control, a proportional-integral (PI) type speed controller is used to pro-




T k k dt= Δω + Δω∫  
where KP and KI denote the proportional and integral gains. Although the PI type is 
quite effective, it needs proper selection of the coefficients KP and KI. 
Many alternatives techniques were developed during the last two decades, such 
as variable structure control (VSC) technique [29]. 
 Recently, controllers based on the principles of machine intelligence (MI) have 
been employed in VSDs control. Where (MI) try to emulate the human brain, it is ro-
bust, adaptive and effective in applications with complex and poor mathematical 
model. There are three types of MI controller: 1) fuzzy controller, 2) neural controller, 
and 3) neurofuzzy controller, which include the principles of the neural and fuzzy con-
trollers. 
The fuzzy logic controller (FLC) was widely used in power electronics applications 
[16]. It is used in many products, such as washing machine, air conditioning, cam-
eras, and speedboats [52]. Now these controllers seam dominant controllers and are 
used extensively in controlling adjustable speed drives (ASDs), so we used a fuzzy 
controller to improve the speed controller performance of speed sensorless IFOC in-
duction motor including our proposed loss model. The speed performance improve-
ment appears especially if there is a disturbance or sudden load changes.  
FLC does not depend on the accuracy of the mathematical models, but it based on 
heuristics and therefore able to incorporate human intuition and experience. 
In motion control, FLC is used in motor efficiency optimized by search control, 
waveform estimation, parameters estimation, and improving speed performance [16] 
as in this chapter. 
If the motor is exposed to a high load disturbance or a sudden load changing, the 
PI speed controller will compensate it, but the experience shows that using FLC in-
stead of a conventional PI controlled gives better speed performance during the tran-
sient states. If the motor is controlled by the proposed optimal flux and the motor is 
exposed to a sudden load changing, the transient speed performance will be worse 
compared with using rated flux. So, controlling the motor by the optimal flux will im-
prove the motor efficiency and using a FLC instead of a classic PI speed controller 
will improve the speed performance. 
The following sections indicate the benefits of using of FL speed controller instead 
of classical PI speed controller, by simulation and experimental results. 
5.1. Why fuzzy logic speed controller? 
Figure 5.1 shows the block diagram of PI and FL speed controller in vector con-







∗ φ ω ≤ ω⎧⎪φ = ⎨ φ ω > ω⎪⎩
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In case of FL speed controller; there are two inputs, speed error (e) and the 
change in speed error ( e ). The output of the controller is the change in the reference 
torque producing current component ( *qsiΔ ). 
The fuzzy controller is basically an input/output static nonlinear mapping. The con-
troller action can be descried as follows 
1 2k (e)+k e *qs=Δi                                                                                                      5.1 
where k1 and k2 are nonlinear coefficients or gain factors. After applying the sum-
mation process, the equation (5.1) becomes 
*
1 2 qsk (e) k (e) i+ =∫                              
This is a fuzzy PI controller with nonlinear factors. 
So, a FL controller will be more sufficient compaired with PI controller, where the 
gain factors of PI are constant values. 
5.2. Fuzzy sets and fuzzy logic 
In the classical set theory (founded by The German mathematician Georg Cantor 
1845-1918), the collection of objects all have the same characteristics is defined as a 
universe of discourse, U. 
The classical set is defined as 
{ }A= x U P(x)∈  
Where each element of A has the property P, and U is the universe of discourse. 
The characteristic function ( ) { }Aμ x :U 0,1→ is defined as ‘0’ if x is not an element in 
the set A, and ‘1’ if x is an element of the set A. 
In fuzzy set theory (Zadeh 1965) , the defining of the characteristic function extend 
into general form, known as membership function ( ) [ ]Aμ x :U 0,1→ , where the mem-
bership function can take up any value between the unit interval [0,1]. 
So, the set which is defined by the two-element characteristic function is called a 
crisp set, while the set which is defined by this extended membership function is 
called a fuzzy set. 
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(b) 
Figure 5.1:  Speed controlled induction motor using a) PI controller, b) FL  controller.  
 5. Fuzzy logic controller 
 
70
Membership is no longer a matter of ‘true’ or ‘false’, ‘1’ or ‘0’, but a matter of de-
gree. 
These definitions form the foundations of the basics of fuzzy logic theory. The rela-
tionship between an element in the universe of discourse and a fuzzy set is defined 
by its membership function. The exact nature of the relation depends on the shape or 
the type of membership function use [52]. 
5.3. Membership functions 
The MF is a curve that defines how the input data in certain region or certain case 
are mapped to a membership value µ (or degree of membership) between 0 and 1.  
Membership functions (MFs) have different shapes, such as a triangular –type 
(symmetrical or asymmetrical in shape), trapezoidal MF (symmetrical or asymmetri-
cal), Gaussian MF, and bell MF, as shown in Figure 5.2. 
The most used MFs to solve problems are the triangular and Gaussian MF. 
5.4. Fuzzy control system 
The fuzzy system forms the relation between set of input and set of output using 
FL. The process consists of five steps. 
- fuzzification module (Fuzzifier) 
- knowledge base 
-  rule base 
- interface engine 
- defuzzification module (defuzzifier) 
























(c) (d)  
Figure 5.2: Membership functions. a) Triangular, b) Trapezoidal, c) Gaussian d) Two side 
Gaussian. 
 
Figure 5.3: FLC block diagram.
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5.4.1. Fuzzification module (fuzzifier) 
Fuzzifier converts each input data to degrees of membership function (MF) by a 
looking in one or more membership functions.  
The Fuzzification block thus matches the input data with the conditions of the 
rules, to determine how well the condition of each rule matches that particular input 
instance. There is a degree of membership for each linguistic term that applies to that 
input variable. 
5.4.2. Rule base 
Depending on the system, the numbers of variables which are used in rules are 
defined. There are multi-input-multi-output (MIMO) and single-input-single-output 
(SISO) system. In SISO problem the classical PI controller based on an error signal, 
but the fuzzy controller needs both the error, and change of error as input. For exam-
ple, in classical PI speed controller, the speed error ( refΔω = ω − ω ) signal is the input 
for the PI. In the fuzzy controller the inputs are ( d,
dt
Δω Δω ). 
The rule is usually obtained from expert knowledge or heuristics and expressed as 
a set of IF-THEN rules. 
For example, 
 
           IF error (e) is Positive Big (PB) THEN output (u) is Negative Big (NB) 
                 
Error (e) and output (u) are linguistic variables while Positive Big (PB) and Negative 
Big (NB) are the linguistic values. 
5.4.3. Interface engine 
The inference engine looks up the membership values in the condition of the rule.  
For example, consider three rules in a fuzzy system, which are given in general form 
as following. 
 
Rule 1: IF (e) is Negative Big (NB) AND ( e ) is Positive Small (PS) 
             THEN (u) is Negative Big (NB) 
Rule 2: IF (e) is Negative Medium (NM) AND ( e ) is Zero (Z) 
             THEN (u) is Negative Medium (NM) 
Rule 3: IF (e) is Positive Big (PB) AND ( e ) is Zero (Z) 
             THEN (u) is Positive Medium (PM) 
Where (e) and ( e ) are the input variables, (u) is the output variable, and NP, PS, 
Z, PB, and NM are the fuzzy sets. Figure 5.4 explains the fuzzy interface engine for 
input e=-6 and e=0.5, where AND operator is used as connector, and the 
defuzzification (DOF) of each rule can be given as 
1 NB PSDOF (e) (e) 0.667 0.5 0.5= μ ∧ μ = ∧ =  
where ∧ means minimum operator, and NB PSμ (e) and μ (e) are the MFs of (e) and 
( e ) respectively. The rule 1 output is given by the truncated MF NB as indicated in 
the figure 5.4. Similarly (DOF) for Rule 2 and 3 are written as 
2 NM ZDOF (e) (e) 0.33 0.5 0.33= μ ∧ μ = ∧ =  
      
 
 
                      Rule antecedent                             Rule consequent  
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3 PB ZDOF (e) (e) 0 0.5 0= μ ∧ μ = ∧ =  
In addition, the fuzzy output MF of rule 2 is NM , and for rule 3 is PM . As shown in 
the lower right part of the figure 5.4, the total fuzzy output is the union (OR) of all 
MFs. 
OUT NB NM PM(u) (u) (u) (u)μ = μ ∨ μ ∨ μ  
Converting these areas (fuzzy output) to crisp output is called the Defuzzification, 
which will be explained in the following section. 
5.4.4.  Defuzzification 
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Figure 5.4: Representing of three rules fuzzy system. 
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In the COA method, the crisp value (uo) of the (u) variable is taken to be the geo-
metric center of the output fuzzy value area outμ (u) , where outμ (u) is formed by taking 
the union of all the contributions of rules ,for example see the lower right part pf fig-
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After giving an idea about the fuzzy logic controller and how we can construct it, 
the next section shows the improvement in the speed performance of vector con-
trolled induction motor, by replace the classical PI speed controller with fuzzy control-
ler. 
The improvement in speed performance by using fuzzy controller compared with 
PI controller will be shown by the simulation result and confirmed by the experimental 
result.   
5.5. Fuzzy speed control system 
The input signals of the FLC in Figure 5.5 are described by triangular MF as 
shown in Figure 5.6. 
The fuzzy sets are defined as follows 
NB = Negative Big       NM = Negative Medium        NS = Negative Small      
 Z = Zero                     PB = Positive Big                   PM = Positive Medium         
PS = Positive Small    PVS = Positive Very Small     NVS = Negative Very Small 
 
The universe of discourse of the input signals and output signal, covering the 
whole region, is represented in per unit values by using in1G , and in2G  for the input 
signals and outG  for the output signal. MFs of the input signals are not asymmetrical 
because near the origin (steady state – error and error rate equal zero) signals need 
more precision and accuracy. 
Each of input signal (e) and ( e ) is represented by seven MFs  
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Figure 5.5: The block diagram of a speed controlled induction motor using fuzzy logic. 
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The Rules which represent the relation between the inputs and the output are in-
cluded in table VIII. The left column represents the error rate ( e ) and the top row 
represents the error (e), the body of the table includes the MFs of the output signal 
( *qsΔi ). 
These rules are written depending on the physical operation principle of the system. 
For example, if the error (e) is near zero (Z) and the error rate ( e ) is slightly negative 
(NS), then the controller output ( *qsΔi ) should slightly reduced (NS). This linguistic 
expression can be written according to Mamdani method [16] as follows 
IF e = Z AND e  =NS THEN *qsΔi = NS 
Also, if the error (e) is slightly positive (PS) and the error rate ( e ) is very small -
nearly zero- (Z), then the controller output ( *qsΔi ) should slightly increased (PS). This 
physical operation can be expressed as 
IF e = PS AND e  =Z THEN *qsΔi = PS 
According to the written 49 rules in the Table VIII, the output signals ( *qsΔi ) versus 
the input signals (e) and ( e ) is as shown in Figure 5.7.  
Some of the facts that can be noted from the figure are as follows. 
When the difference between the reference speed and the measured one (error) is 
 
(e)μ
0-0.2-0.5-1 0.2 0.5 1
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Figure 5.6: Fuzzy speed control MFs. (a) Error (e), (b) Error rate ( e ), and (c) changing 
of reference current producing torque component ( *qsiΔ ). 
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negative big (NB) (beginning of the over shot) and the rate change of error is nega-
tive big (NB) the fuzzy controller should reduce the controlled current with big percent 
(NB), to reduce the speed.  
When the measured speed begins in reduction but still bigger than the reference 
value (the error signal is negative big (NB) but the change of error is positive), if the 




Table VIII. Rule of fuzzy speed control 
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NB NB NB NB NB NM NS Z 
NM NB NB NB NM NS Z PS 
NS NB NB NS NS Z PS PM 
Z NB NM NS Z PS PM PB 
PS NM NS Z PS PM PB PB 
PM NS Z PM PM PM PB PB 


















5.6. Simulation of fuzzy speed controller 
Before testing this controller on the real machine, a comparison between a PI con-
troller and fuzzy logic controller was done by using MATLAB fuzzy logic toolbox. 
The rules are chosen as explained in previous section (section 5.5), the member-
ship function editor (as shown in Figure 5.8) is used to implement the proposed fuzzy 
logic speed controller, where the triangular function was chosen to represent the two 
input signals (the speed error and the error rate) and the output signal (the change of 
reference torque producing current component). 
The aim from simulation is to see the speed performance of each controller at 
sudden load changing. So, at first the gain of each controller is tuned to give the 
same overshot percentage at starting, then at steady state the load is changed with 
the same value.  
  
           
 
Figure 5.7: The output signal ( *qsΔi ) versus the input signals (e) and ( e ). 











Figure 5.9 shows the speed curves by using PI and FL controllers, the two control-
lers are tuned to give the same overshot percentage for a speed reference step at t1. 
With increasing the load torque from 0.2 p.u. to 0.5 p.u. at t2 the reduction in speed is 
less and the speed reaches steady state again faster in case of FLC compared with 
PI controller.  
The fuzzy logic controller was tested experimentally also, and compared with the 
PI controller. This test was done while the motor is sensorless controlled. Figure 5.10 
 
Figure 5.8: Memberships Function editor to implement the proposed Fuzzy speed 
controller. 
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Figure 5.9: Simulated motor speed during a) start up and  
b) load changing at t2, using PI and FL controller. 
t1 t2 
same overshot 
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shows the measured speed in case of using the PI and FLC during a step load 
changing from 0.2 p.u. to 0.5 p.u. load torque. 
In case of FL the reduction in speed is around 50% of the reduction in case of PI 
controller. 




































by using PI control
by using FL control
 
Figure 5.10: Measured motor speed during step load changing 
using PI and FL controller. 




In this chapter the main ideas of the previous chapters are summarized. The Addi-
tional works which can be done to improve and develop what is already done in this 
thesis are entitled as future work.   
6.1. Summary 
Induction motors are widely used in industry due to their ruggedness, cost, reliabil-
ity, and easy maintenance. An improved efficiency of the three-phase induction motor 
is considered to be a major subject for energy saving, as most of the electrical power 
consumed in industry is used in induction motors. 
The efforts on efficiency improvement are divided to two major directions: 1) by im-
proving the motor and converter design (not available for motors already working), 2) 
by introducing control strategies based on optimal air gap flux which reduce the mo-
tor losses.  
The different approaches to find the optimal air gap flux are: 1) search control 
method (SC) and 2) loss model based controller (LMC). 
In a search controller, the air gap flux is varied till the minimum input power is de-
tected for the actual operating condition, i.e. load torque and speed. The measured 
motor input power is used as feedback quantity for the SC. The drawbacks of the 
search controller are: 1) input power has to be measured 2) slow convergence and 
torque variations. 
The loss model based controller calculates the optimal air gap flux depending on 
the estimation of the total motor losses. LMC is a feed forward approach.  
Many loss models are used for efficiency improvement, but the difference between 
them lies in the accuracy and simplicity of the model due to neglecting certain loss 
types (such as harmonic, or friction, or stray loss) or ignoring the effects of saturation 
or parameters variation. 
So, the LMC like all feed forward methods- is sensitive to model inaccuracies and 
parameter variations.  
In chapter two, a new expression for the optimal flux is calculated from a rather de-
tailed loss model, where copper losses, iron losses, harmonic losses, friction and 
windage losses as well as stray losses are included. Additionally, the non-linearity of 
the magnetizing inductance and the effect of the temperature on stator and rotor re-
sistances are considered. 
The new expression for calculating the optimal air gap flux is a function of estimated 
load torque value. 
The proposed loss model can be used in drives with scalar as well as in drives with 
vector control. 
In vector control the rotor speed is measured using a speed sensor or calculated 
based on the electrical motor quantities (speed-sensorless). The interest in speed 
sensorless control emerged from practical application where high control quality is 
not required and where the speed sensor is either difficult to use due to technical 
reasons, or too expensive. So, using the proposed loss model to improve the effi-
ciency of speed sensorless indirect field oriented controlled induction motor is sug-
gested in this thesis. Here the speed is estimated from motor back EMF equations. 
The implementation of the proposed controller comes through two steps. 
1) By calculating the optimal flux for different values of torque and speed and stor-
ing these values versus torque and speed in a look up table (Off-line). Matlab was 
used for the calculations. 
2) While running the motor, an observer estimates the torque and from the look up 




Luenberger observer was used to estimate the stator and rotor resistances. Coef-
ficients of the observer gain matrix are chosen so that the Luenberger observer is 
stable. The estimated stator and rotor resistance were derived by properly incorporat-
ing Lyapunov function. 
As the optimal flux value is less than the rated one, testing the dynamic and stabil-
ity of the motor against any disturbance such as a sudden load changing is impor-
tant. Experiment results show that the problem can be solved, for example by in-
creasing the reference flux producing current component to its rated value, if the de-
viation between the estimated speed and reference one is more than (0.5%).  
A cheap and accurate system was designed to determine the motor efficiency 
without requirement of power meter by calculating the average electrical input power, 
which is by measuring two line-to-line voltages and two line currents. The designed 
system consists of two boards, the first one adapts the input analog signals (motor 
voltages and currents signals, load torque meter signal, and position encoder sig-
nals), and so it is called Analog Signal Conditioning board (ASC). The ASC board 
translates 4 higher voltage and 4 current signals to low voltage signals (600VÆ0.5V 
and 15AÆ0.5V) suitable for A/D converters. Additionally, a torque meter signal 
(50NmÆ0.5V) is used. The bandwidth of the signal conditioning is 100 kHz. The 
second board includes the A/D converters and the FPGA. In this board the adapted 
analog signals is converted to digital, so it is called Sensor to Digital board (S2D).  
In chapter three, the developed set-up to control the induction motor as variable 
speed drive (VSD) and to determine its efficiency is presented. The set-up consists of 
two parts; First part describes the so-called inverter board that includes the inverter 
module, DC link capacitors, diode bridge rectifier, current sensors, optocouplers, and 
heat sink. A PC is used as controller with real time programming running in LINUX 
kernel. The second part describes the designed efficiency determination system, 
which consists of the Analog signal conditioning (ASC) board and sensor to digital 
(S2D) board. To verify the IEEE 112B recommendation to determine the motor effi-
ciency, the calculated average electrical powers by using the designed system were 
compared with the measured values using a power meter (LMG450). The accuracy 
of this device is 0.1%. The experimental results show that the average power calcu-
lated by the designed system matches the value of the power meter and indicates 
the accuracy of the proposed method to calculate the average power; hence, it can 
be used in determination the efficiency. 
Chapter four shows the improvement in the motor efficiency by using the calcu-
lated optimal flux compared with rated flux. The experimental results indicate the 
possibility to improve the motor efficiency in range from no-load to 70% of the rated 
load using the optimal flux. For example, the efficiency improvement is 20% at 0.2 
p.u. load torque and 300 rpm reference speed, 10% for the same load at 1500-rpm 
reference speed, and reaches 40% at no-load at 1500-rpm reference speed. 
In addition, as the optimal flux is less than the rated value, an improvement in motor 
power factor is also achieved.  
So, controlling the induction motor with the calculated optimal air gap flux saves the 
active and reactive power. For example, at 1500rpm as reference speed and load 
torque equal 0.3 p.u. the saving in apparent power is 37%, at 300rpm speed and 0.4 
p.u. load torque the saving in apparent power is 26%. These high percentages of 
power, which can be saved by using the optimal air gap flux instead of rated flux, in-
dicate the importance of controlling the machine at light load with optimal flux. 
After testing the improvement of the motor efficiency using the proposed loss model 
controller experimentally, the accuracy of the calculated optimal flux value with re-
spected to the actual one is examined. The search control (SC) is used to find the ac-
tual optimal flux value, because (SC) does not require the knowledge of the motor. 
The difference between the optimal flux values by using the loss model and search 
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control is around 1.2± % of the motor input power measured by SC, that shows the 
accuracy of the proposed model, which can be used without extra hardware. 
If the motor is controlled by optimal flux and when the motor is exposed to a sud-
den load changing, the transient speed performance will not be good compared with 
using rated flux. So, by using a fuzzy logic controller (FLC) instead of a classic PI 
speed controller will improve the speed performance. This is proved in chapter five, 
where the classic PI speed controller is replaced by FLC. 
The simulation and experiment results show the advantages of the FLC compared 
with PI controller, especially at transient such as step load changing or external load 
disturbance. 
6.2. Future work 
As the proposed loss model based controller improves only the motor efficiency, it 
will be good idea if the model includes also the converter losses, verifying improve-
ment in whole drive by simple expression of the optimal air gap flux value. 
Also, using the proposed loss model with permanent magnet motor will indicate 
the percentage of the efficiency improvement compared with the industrial induction 
motor.     
The estimation of the motor parameters can be done by using an advanced control 
techniques, such as fuzzy control, neural network, and genetic algorithm. 
In addition, Particle Swarm Optimization (PSO) algorithm can be applied to identify 
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A.1 Kioskardis and Margaris loss model controller 
The total power loss at steady state are given by 
loss cu,s cu,r core str f,wP =P +P +P +P +P  
     2 2 2 2 2 2 2s s r r e s h s str r fw=I R +I R +(k ω +k ω ) +C ω I +C ω′ ′ ′φ  
      ( ) s2 2 2 2 2L s r str r e s h s fw
m
R= c R + R + C ω I + (k ω + k ω + ) + C ω
X





′= +  
Since the electromagnetic torque is constant dT 0
d
=φ  
As rT I′≈ φ  
So, r rdI I
d
′ ′= −φ φ                                                                                                        (A-1) 
The loss minimization condition with respect to the air-gap flux, at steady state, is 
given by 
    lo ss T ,ω
d P = 0
d φ                                                                                                       (A-2) 
From (1) and (2) the loss minimization condition with respect to the air-gap flux of 
the induction motor is determined as 
     ( ) s2 2 2 2L s r str r e s h s
m
Rc R +R +C ω I =(k ω +k ω + )
X
′ ′ φ  
which represent as  
       
2 2
r s
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where L s rm
s
C R +RG =X
R
′  
            strs
L s r
CT =
C R +R′  
            e h m
c m
s
K +K /ωT =X
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Condition (3) can be used in the wound-rotor induction motors. In the squirrel-cage 
induction motors the rotor current must be substituted by the stator current and the 
optimal air gap flux is 
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r s
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A.2 G. Joksimovic´ and A. Binder loss model 
The model for calculation of losses was constructed as follows 
1- Stator copper losses. 
which divide to losses due to the d.c. resistance, that calculated as 
2
Cu,s.dc,k s,dc skP =3R I  
and additional losses due to the first and second-order skin effect, and calcu-
lated as 
Cu,s.ad1,k 1k Cu,s.dc,kP =(k -1)P  
Cu,s.ad2,k 2k Cu,s.dc,kP =(k -1)P  
where (k) is ordinal number of voltage harmonic. 
2- Rotor cage losses. 
The rotor losses were calculated as follows 
2
Al,r,dc,k r r,dc rkP =Q R I  
Al,r,ad,k rr Al,r,dc,kP =(k -1)P  
AL means Aluminium , Qr is the number of rotor slots. 
3- iron losses in rotor slot bridge. 
-The eddy current losses in this part of the magnetic circuit is calculated as 
2
Fe,br,Ft,k k,Ft br,damp. rk sheet Fe r Fe br br
1P =K (B f b π) k Q l l h
6
⎛ ⎞⎜ ⎟⎝ ⎠  
where B: magnetic flux density, bsheet : width of iron sheet. KFe : iron stack fill 
factor, lFe : core length, and hbr : rotor slot bridge height. 
 -Hysteresis losses in rotor slot bridge is calculated as 
rk 2
Fe,br,Hy,k Hy br,damp. r Fe Fe br br Fe
fP =p B Q k l l h ρ
50
⎛ ⎞⎜ ⎟⎝ ⎠                                              
where Hyp : hysteresis losses per iron mass at 50 Hz, and Feρ : mass density. 
4- Iron losses in yokes. 
- the eddy current losses is  
2
s,y,Ft,k y,Ft k,Ft sy,k sk sheet Fe sy
1P =K K (B f b π) k V
6
⎛ ⎞⎜ ⎟⎝ ⎠                                                      (A-5) 
where V: volume 
-Hysteresis losses is 
sk 2
s,y,Hy,k y,Hy Hy sy,k sy Fe
fP =K p B V p
50
⎛ ⎞⎜ ⎟⎝ ⎠                                                                   (A-6) 
      5- Iron losses in stator teeth. 
The eddy current and hysteresis losses are similar to (5) and (6), with deteriora-
tion factors kd,Hy=1.2 and kd, Ft=1.3, and volume Vsd of all teeth instead of Vsd. 
6- Iron losses in rotor teeth. 
It calculated as similar as the iron losses in stator teeth, but with frequency frk. 
     7- Rotational losses. 
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Polynomial expression from no-load measurements is used as follows 
2
fr s s sP (f )=0.066f -3.42f +40.1 (W)  
with fundamental stator frequency fs is  in Hz. 
A.3 The tested induction motor parameters 
 
Motor Parameters 
Rated power =2.2 kW. 
Rated voltage =360 V. 
Rated current =6A. 
Rated speed =1420 rpm. 
Frequency =50Hz. 
Rs =1.6Ω, Rr =2.1Ω,  
   ls=17 mH , lr =17 mH 
S1=3.3, S2= -5, S3= 15.01 
Cfw=. 0405*10-2, Cstr=4.34 *10-3 
Ke=0.001, Kh=0.49338 
 Insulation class (F) 
A.4 Optimal air gap flux equation 
The derivative of equation (26) is as follows 
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Multiply by 2X  
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( )( ) ( ) ( )
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1 2 1 s 1 2 1 3 1 e e
s s
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 (A-7) 
 
The first term can be rewritten like                                                                                                                        
    ( )( ) ( )( ) ( )232 2 2 3 3 2 4 4 5 2 6 611 2 1 3 1 1 2 1 1 3 1 2 1 2 3 1 3 1S X S C X S C X S X 2S S C X 2S S C S C X 2S S C X S C X+ + = + + + + +  
      Also, 
     
( ) ( ) ( ) ( )2 2 2 2 2e h e he e e e e
s s s s
2 2e h e h e
e e e
S s S s s
K K K K1 X X X 1 2 X X X X
R R R R
K K K K KX 2 X
R R R R R
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so, 
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Also, the remains of equation (7) can be rearranged as 
( )( ) ( ) ( )( ) ( )
( )( )( )
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s s
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so equation (7) becomes 
( ) ( ) ( ) ( )
( ) ( ) ( )
2 3
1 2 1 s 0 0 1 s 1 1 1 s 2 2 1 s 3 3
4 5 6
1 s 4 4 1 s 5 5 1 s 6 6
C C C R D E C R D E X C R D E X C R D E X
C R D E X C R D E X C R D E X 0
+ − + − + − + −
+ − + − + − =
                     (A-8) 
      equation (8) can be written as 2 3 4 5 60 1 2 3 4 5 6α +α X+α X +α X +α X +α X +α X =0  
     where:  
( )0 1 2 1 s 0 0C C C R D Eα = + −  
( )1 1 s 1 1C R D Eα = −  
( )2 1 s 2 2C R D Eα = −  
( )3 1 s 3 3C R D Eα = −  
( )4 1 s 4 4C R D Eα = −  
( )5 1 s 5 5C R D Eα = −  
( )6 1 s 6 6C R D Eα = −  
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A.5 Experimental set-up photo 
The photo shows the designed cabinet that contains the different designed and 
used boards. The tested induction motor is connected to the DC generator, and in 
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